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1
SYSTEMS AND METHODS FOR FEEDBACK
REPORTING

TECHNICAL FIELD

The present disclosure relates generally to communication
systems. More specifically, the present disclosure relates to
systems and methods for feedback reporting.

BACKGROUND

Wireless communication devices have become smaller and
more powerful in order to meet consumer needs and to
improve portability and convenience. Consumers have
become dependent upon wireless communication devices
and have come to expect reliable service, expanded areas of
coverage and increased functionality. A wireless communi-
cation system may provide communication for a number of
wireless communication devices, each of which may be ser-
viced by a base station. A base station may be a device that
communicates with wireless communication devices.

As wireless communication devices have advanced,
improvements in communication capacity, speed, flexibility
and/or efficiency have been sought. However, improving
communication capacity, speed, flexibility and/or efficiency
may present certain problems.

For example, wireless communication devices may com-
municate with one or more devices using a communication
structure. However, the communication structure used may
only offer limited flexibility and/or efficiency. As illustrated
by this discussion, systems and methods that improve com-
munication flexibility and/or efficiency may be beneficial.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram illustrating one configuration of
one or more evolved Node Bs (eNBs) and one or more user
equipments (UEs) in which systems and methods for feed-
back reporting may be implemented;

FIG. 2 is a flow diagram illustrating one implementation of
a method for feedback reporting by a UE;

FIG. 3 is a flow diagram illustrating one implementation of
a method for feedback reporting by an eNB;

FIG. 4 is a diagram illustrating one example of a radio
frame that may be used in accordance with the systems and
methods disclosed herein;

FIG. 5 is a diagram illustrating time-division duplexing
(TDD) uplink/downlink (UL/DL) configurations in accor-
dance with the systems and methods described herein;

FIG. 6 is a flow diagram illustrating another implementa-
tion of a method for feedback reporting by a UE;

FIG. 7 is a flow diagram illustrating one implementation of
a method for feedback reporting by a UE while in a normal
mode of operation;

FIG. 8 is a flow diagram illustrating one implementation of
a method for feedback reporting by a UE while in a fallback
mode of operation;

FIG. 9 illustrates various components that may be utilized
in a UE;

FIG. 10 illustrates various components that may be utilized
in an eNB;

FIG. 11 is a block diagram illustrating one configuration of
a UE in which systems and methods for feedback reporting
may be implemented; and

FIG. 12 is a block diagram illustrating one configuration of
an eNB in which systems and methods for feedback reporting
may be implemented.
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2
DETAILED DESCRIPTION

A user equipment (UE) is described. The UE includes a
processor and memory in electronic communication with the
processor. The UE decodes an uplink/downlink (UL/DL)
reconfiguration downlink control information (DCI) with an
enhanced interference mitigation with traffic adaptation
(eIMTA)-radio network temporary identifier (RNTI) on a
physical downlink control channel (PDCCH). The UE also
determines if one or more valid UL/DL configurations in the
UL/DL reconfiguration DCI with eIMTA-RNTT for all con-
figured eIMTA cells are received. The UE further determines
if physical uplink control channel (PUCCH) format 3 is con-
figured. The UE additionally determines a PUCCH resource
for physical downlink shared channel (PDSCH) hybrid auto-
matic repeat request acknowledgement/negative acknowl-
edgement (HARQ-ACK) reporting based on whether valid
UL/DL configurations in the UL/DL reconfiguration DCI
with eIMTA-RNTI for all of the configured eIMTA cells
corresponding to a subframe for the PUCCH resource are
received. The UE also sends PDSCH HARQ-ACK informa-
tion on the selected PUCCH resource in an uplink subframe.

If PUCCH format 3 is configured and valid UL/DL con-
figurations in the UL/DL reconfiguration DCI with eIMTA-
RNTT for all of the configured eIMTA cells corresponding to
a subframe for the PUCCH resource are received, then the UE
may determine the PDSCH HARQ-ACK information based
on at least one of a DL subframe and a special subframe
according to the UL/DL configuration in the UL/DL recon-
figuration DCI in a DL association set for a given UL sub-
frame of each configured eIMTA cell.

If PUCCH format 3 is configured and one or more valid
UL/DL configurations in the UL/DL reconfiguration DCI
with eIMTA-RNTT for at least one of the one or more config-
ured eIMTA cells corresponding to a subframe for the
PUCCH resource is not received, then the UE may determine
the PDSCH HARQ-ACK information based on at least one of
a DL subframe and a special subframe according to a system
information block type 1 (SIB1) configuration in a DL asso-
ciation set according to a DL. HARQ reference configuration
for a given UL subframe of each configured eIMTA cell. The
SIB1 configuration may include a UL/DL configuration in
SIB1 signaling or RadioResourceConfigCommon signaling
when a configured eIMTA cell is a primary cell (PCell). The
SIB1 configuration may include a UL/DL configuration in
RadioResourceConfigCommonSCell-r10 signaling when a
configured eIMTA cell is a secondary cell (SCell).

If PUCCH format 3 is configured and a valid UL/DL con-
figuration in the UL/DL reconfiguration DCI with eIMTA-
RNTT for at least one configured e IMTA cell corresponding to
a subframe for the PUCCH resource is not received, then the
UE may determine the PDSCH HARQ-ACK information
based on a DL association set according to a DL, HARQ
reference configuration for a given UL subframe of each
configured eIMTA cell.

If valid UL/DL configurations in the UL/DL reconfigura-
tion DCI with eIMTA-RNTI of all configured eIMTA cells
corresponding to a subframe for the PUCCH resource are
received, then the UE may determine the PUCCH resource
based on at least one of a Transmitter Power Control (TPC)
field and an acknowledgment resource offset (ARO). If a
PDSCH is detected on an SCell in a DL assignment by
PDCCH/enhanced physical downlink control channel (EPD-
CCH), or a downlink assignment index (DAI) value is greater
than 1 in a detected PDCCH on a primary cell (PCell), then
the UE may determine a PUCCH format 3 resource based on
a TPC field in a PDCCH/EPDCCH assignment with a DAI
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value greater than 1. If there is no PDSCH detected on an
SCell and a DAl valueis greater than 1 in a detected EPDCCH
on a PCell, then the UE may determine a PUCCH format 3
resource based on a HARQ-ACK resource offset field in a
DCI format of a corresponding EPDCCH assignment with a
DAl value greaterthan 1. If there is only one PDSCH detected
with a DAI value of 1, excluding semi-persistent scheduling
(SPS) on a PCell, then the UE may determine a PUCCH
format 1a/1b resource based on the number of control channel
elements (CCE).

If at least one valid UL/DL configuration in the UL/DL
reconfiguration DCI with eIMTA-RNTI for at least one con-
figured eIMTA cell corresponding to a subframe for the
PUCCH resource is not received, then the UE may determine
the PUCCH resource based on at least one of a predefined
offset or a separate PUCCH resource. Ifa PDSCH is detected
on an SCell in a DL assignment by PDCCH/EPDCCH, or a
DAl value is greater than 1 in a detected PDCCH on a PCell,
then the UE may determine a PUCCH format 3 resource
based on a predefined offset or a separate PUCCH resource
and a TPC field in a PDCCH/EPDCCH assignment with a
DAl value greater than 1. If there is no PDSCH detected on an
SCell and a DAl valueis greater than 1 in a detected EPDCCH
on a PCell, then the UE may determine a PUCCH format 3
resource based on at least one of a predefined offset or a
separate PUCCH resource and a HARQ-ACK resource offset
field in a DCI format of a corresponding EPDCCH assign-
ment with a DAI value greater than 1. If there is only one
PDSCH detected with a DAI value of 1, excluding SPS on a
PCell, then the UE may determine a PUCCH format 1a/1b
resource based on the number of CCEs.

If valid UL/DL configurations in the UL/DL reconfigura-
tion DCI with eIMTA-RNTT for all of the configured eIMTA
cells corresponding to a subframe for the PUCCH resource
are received, then the UE may determine the PUCCH
resource based on at least one of a predefined offset or a
separate PUCCH resource. If a PDSCH is detected on an
SCell in a DL assignment by PDCCH/EPDCCH, or a DAI
value is greater than 1 in a detected PDCCH on a PCell, then
the UE may determine a PUCCH format 3 resource based on
at least one of a predefined offset or a separate PUCCH
resource and a TPC field in a PDCCH/EPDCCH assignment
with a DAI value greater than 1. If there is no PDSCH
detected on an SCell and a DAI value is greater than 1 in a
detected EPDCCH on a PCell, then the UE may determine a
PUCCH format 3 resource based on at least one of a pre-
defined offset or a separate PUCCH resource and a HARQ-
ACK resource offset field in a DCI format of a corresponding
EPDCCH assignment with a DAl value greater than 1. If there
is only one PDSCH detected with a DAI value of 1, excluding
SPS, on a PCell, then the UE may determine a PUCCH format
1a/1b resource based on the number of CCEs.

If at least one valid UL/DL configuration in the UL/DL
reconfiguration DCI with eIMTA-RNTI for at least one con-
figured eIMTA cell corresponding to a subframe for the
PUCCH resource is not received, then the UE may determine
the PUCCH resource based on at least one of a TPC field and
an ARO. If a PDSCH is detected on an SCell in a DL assign-
mentby PDCCH/EPDCCH or a DAl value is greater than 1 in
a detected PDCCH on a PCell, then the UE may determine a
PUCCH format 3 resource based on a TPC field ina PDCCH/
EPDCCH assignment with a DAl value greater than 1. If there
is no PDSCH detected on an SCell and a DAI value greater
than 1 in a detected EPDCCH on a PCell, then the UE may
determine a PUCCH format 3 resource based on a HARQ-
ACK resource offset field in a DCI format of a corresponding
EPDCCH assignment with a DAl value greater than 1. If there
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4

is only one PDSCH detected with a DAI value of 1, excluding
SPS, on a PCell, then the UE may determine a PUCCH format
1a/1b resource based on the number of CCE.

An evolved node B (eNB) is also described. The eNB
includes a processor; and memory in electronic communica-
tion with the processor. The eNB transmits, to a UE, UL/DL
reconfiguration DCI with an eIMTA-RNTI on a PDCCH. The
eNB also assumes that the UE determines if one or more valid
UL/DL configurations in the UL/DL reconfiguration DCI
with eIMTA-RNTI for all of the configured eIMTA cells are
received. The eNB further assumes that the UE determines if
PUCCH format 3 is configured. The eNB additionally
assumes that the UE determines a PUCCH resource for
PDSCH HARQ-ACK reporting based on whether valid
UL/DL configurations in the UL/DL reconfiguration DCI
with eIMTA-RNTI for all of the configured eIMTA cells
corresponding to a subframe for the PUCCH resource is
received. The eNB also monitors potential PUCCH resources
and receives PDSCH HARQ-ACK information on the
detected PUCCH resource in an uplink subframe.

If PUCCH format 3 is configured and valid UL/DL con-
figurations in the UL/DL reconfiguration DCI with eIMTA-
RNTT for all of the configured eIMTA cells corresponding to
a subframe for the PUCCH resource are received by the UE,
then the eNB may assume that the UE determines the PDSCH
HARQ-ACK information based on at least one of a DL sub-
frame and a special subframe according to the UL/DL con-
figuration in the UL/DL reconfiguration DCI in a DL asso-
ciation set for a given UL subframe of each configured
eIMTA cell.

If PUCCH format 3 is configured and one or more valid
UL/DL configurations in the UL/DL reconfiguration DCI
with eIMTA-RNTT for at least one of the one or more config-
ured eIMTA cells corresponding to a subframe for the
PUCCH resource is not received by the UE, then the eNB may
assume that the UE determines the PDSCH HARQ-ACK
information based on at least one of a DL subframe and a
special subframe according to a SIB1 configuration in a DL,
association set according to a DL. HARQ reference configu-
ration for a given UL subframe of each configured eIMTA
cell. The SIB1 configuration may include a UL/DL configu-
ration in SIB1 signaling or RadioResourceConfigCommon
signaling when a configured eIMTA cell is a PCell. The SIB1
configuration may include a UL/DL configuration in
RadioResourceConfigCommonSCell-r10 signaling when a
configured eIMTA cell is an SCell.

If PUCCH format 3 is configured and a valid UL/DL con-
figuration in the UL/DL reconfiguration DCI with eIMTA-
RNTT for at least one configured e IMTA cell corresponding to
a subframe for the PUCCH resource is not received by the
UE, then the eNB may assume that the UE determines the
PDSCH HARQ-ACK information based on a DL association
set according to a DI, HARQ reference configuration for a
given UL subframe of each configured eIMTA cell.

If valid UL/DL configurations in the UL/DL reconfigura-
tion DCI with eIMTA-RNTI of all configured eIMTA cells
corresponding to a subframe for the PUCCH resource are
received by the UE, then the eNB may assume that the UE
determines the PUCCH resource based on at least one of a
TPC field and an ARO. If a PDSCH is detected, by the UE, on
an SCell in a DL assignment by PDCCH/EPDCCH, or a DAI
value is greater than 1 in a detected PDCCH on a PCell, then
the eNB may assume that the UE determines a PUCCH for-
mat 3 resource based on a TPC field in a PDCCH/EPDCCH
assignment with a DAI value greater than 1. If there is no
PDSCH detected, by the UE, on an SCell and a DAI value is
greater than 1 in a detected EPDCCH on a PCell, then the eNB
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may assume that the UE determines a PUCCH format 3
resource based on a HARQ-ACK resource offset field in a
DCI format of a corresponding EPDCCH assignment with a
DAI value greater than 1. If there is only one PDSCH
detected, by the UE, with a DAI value of 1, excluding SPS on
a PCell, then the eNB may assume that the UE determines a
PUCCH format 1a/1b resource based on the number of CCEs.

If at least one valid UL/DL configuration in the UL/DL
reconfiguration DCI with eIMTA-RNTI for at least one con-
figured eIMTA cell corresponding to a subframe for the
PUCCH resource is not received by the UE, then the eNB may
assume that the UE determines the PUCCH resource com-
prise instructions executable to assume that the UE deter-
mines the PUCCH resource based on at least one of a pre-
defined offset or a separate PUCCH resource. If a PDSCH is
detected, by the UE, on an SCell in a DL assignment by
PDCCH/EPDCCH, or a DAI value is greater than 1 in a
detected PDCCH on a PCell, then the eNB may assume that
the UE determines a PUCCH format 3 resource based on a
predefined offset or a separate PUCCH resource and a TPC
field in a PDCCH/EPDCCH assignment with a DAI value
greater than 1. If there is no PDSCH detected, by the UE, on
an SCell and a DAI value is greater than 1 in a detected
EPDCCH on a PCell, then the eNB may assume that the UE
determines a PUCCH format 3 resource based on at least one
of a predefined offset or a separate PUCCH resource and a
HARQ-ACK resource offset field in a DCI format of a cor-
responding EPDCCH assignment with a DAI value greater
than 1. If there is only one PDSCH detected, by the UE, with
aDAlvalue of 1, excluding SPS on a PCell, then the eNB may
assume that the UE determines a PUCCH format la/1b
resource based on the number of CCEs.

A method performed by a UE is also described. The
method includes decoding an UL/DL reconfiguration DCI
with an eIMTA-RNTI on a PDCCH. The method also
includes determining if one or more valid UL/DL configura-
tions in the UL/DL reconfiguration DCI with eIMTA-RNTI
for all configured eIMTA cells are received. The method
further includes determining if PUCCH format 3 is config-
ured. The method additionally includes determining a
PUCCH resource for PDSCH HARQ-ACK reporting based
on whether valid UL/DL configurations in the UL/DL recon-
figuration DCI with eIMTA-RNTI for all of the configured
eIMTA cells corresponding to a subframe for the PUCCH
resource are received. The method also includes sending
PDSCH HARQ-ACK information on the selected PUCCH
resource in an uplink subframe.

A method performed by an eNB is also described. The
method includes transmitting, to a UE, UL/DL reconfigura-
tion DCI with an eIMTA-RNTI on a PDCCH. The method
also includes assuming that the UE determines if one or more
valid UL/DL configurations in the UL/DL reconfiguration
DCI with eIMTA-RNTT for all of the configured eIMTA cells
are received. The method further includes assuming that the
UE determines if PUCCH format 3 is configured. The method
additionally includes assuming that the UE determines a
PUCCH resource for PDSCH HARQ-ACK reporting based
on whether valid UL/DL configurations in the UL/DL recon-
figuration DCI with eIMTA-RNTI for all of the configured
eIMTA cells corresponding to a subframe for the PUCCH
resource is received. The method also includes monitoring
potential PUCCH resources and receiving PDSCH HARQ-
ACK information on the detected PUCCH resource in an
uplink subframe.

The 3rd Generation Partnership Project, also referred to as
“3GPP,” is a collaboration agreement that aims to define
globally applicable technical specifications and technical
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reports for third and fourth generation wireless communica-
tion systems. The 3GPP may define specifications for next
generation mobile networks, systems, and devices.

3GPP Long Term Evolution (LTE) is the name given to a
project to improve the Universal Mobile Telecommunica-
tions System (UMTS) mobile phone or device standard to
cope with future requirements. In one aspect, UMTS has been
modified to provide support and specification for the Evolved
Universal Terrestrial Radio Access (E-UTRA) and Evolved
Universal Terrestrial Radio Access Network (E-UTRAN).

At least some aspects of the systems and methods disclosed
herein may be described in relation to the 3GPP LTE, LTE-
Advanced (LTE-A) and other standards (e.g., 3GPP Releases
8, 9, 10, 11 and/or 12). However, the scope of the present
disclosure should not be limited in this regard. At least some
aspects of the systems and methods disclosed herein may be
utilized in other types of wireless communication systems.

A wireless communication device may be an electronic
device used to communicate voice and/or data to a base sta-
tion, which in turn may communicate with a network of
devices (e.g., public switched telephone network (PSTN), the
Internet, etc.). In describing systems and methods herein, a
wireless communication device may alternatively be referred
to as a mobile station, a UE, an access terminal, a subscriber
station, a mobile terminal, a remote station, a user terminal, a
terminal, a subscriber unit, a mobile device, etc. Examples of
wireless communication devices include cellular phones,
smart phones, personal digital assistants (PDAs), laptop com-
puters, netbooks, e-readers, wireless modems, etc. In 3GPP
specifications, a wireless communication device is typically
referred to as a UE. However, as the scope of the present
disclosure should not be limited to the 3GPP standards, the
terms “UE” and “wireless communication device” may be
used interchangeably herein to mean the more general term
“wireless communication device.”

In 3GPP specifications, a base station is typically referred
to as a Node B, an evolved Node B (eNB), a home enhanced
or evolved Node B (HeNB) or some other similar terminol-
ogy. As the scope of the disclosure should not be limited to
3GPP standards, the terms “base station,” “Node B,” “eNB,”
and “HeNB” may be used interchangeably herein to mean the
more general term “base station.” Furthermore, the term
“base station” may be used to denote an access point. An
access point may be an electronic device that provides access
to a network (e.g., Local Area Network (LAN), the Internet,
etc.) for wireless communication devices. The term “commu-
nication device” may be used to denote both a wireless com-
munication device (e.g., UE) and/or a base station (e.g.,
eNB).

It should be noted that as used herein, a “cell” may be any
communication channel that is specified by standardization
or regulatory bodies to be used for International Mobile Tele-
communications-Advanced (IMT-Advanced) and all of itora
subset of it may be adopted by 3GPP as licensed bands (e.g.,
frequency bands) to be used for communication between an
eNB and a UE. It should also be noted that in E-UTRA and
E-UTRAN overall description, as used herein, a “cell” may
be defined as “combination of downlink and optionally
uplink resources.” The linking between the carrier frequency
of the downlink resources and the carrier frequency of the
uplink resources may be indicated in the system information
transmitted on the downlink resources.

“Configured cells” are those cells of which the UE is aware
and is allowed by an eNB to transmit or receive information.
“Configured cell(s)” may be serving cell(s). The UE may
receive system information and perform the required mea-
surements on all configured cells. “Configured cell(s)” for a
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radio connection may consist of a primary cell and/or no, one,
or more secondary cell(s). “Activated cells” are those config-
ured cells on which the UE is transmitting and receiving. That
is, activated cells are those cells for which the UE monitors
the physical downlink control channel (PDCCH) and in the
case of a downlink transmission, those cells for which the UE
decodes a physical downlink shared channel (PDSCH).
“Deactivated cells” are those configured cells that the UE is
not monitoring the transmission PDCCH. It should be noted
that a “cell” may be described in terms of differing dimen-
sions. For example, a “cell” may have temporal, spatial (e.g.,
geographical) and frequency characteristics.

The systems and methods disclosed herein describe feed-
back reporting associated with enhanced interference mitiga-
tion with traffic adaptation (eIMTA) cells. In particular, the
systems and methods disclosed herein describe feedback for
UL/DL reconfiguration signaling. The systems and methods
disclosed herein also describe fallback operations for UEs
that support eIMTA if UL/DL reconfiguration signaling is
missed or is not detected correctly. The feedback (e.g.,
acknowledgement) for UL/DL reconfiguration signaling may
ensure the correct understanding between an eNB and a UE.
It may also reduce the payload on the PUCCH, and may
improve the reliability and performance of PDSCH hybrid
automatic repeat request acknowledgement (HARQ-ACK).

It should be noted that eIMTA may also be referred to as
dynamic UL/DL reconfiguration. Therefore, a cell that sup-
ports eIMTA (e.g., an eIMTA cell) may be referred to as a
dynamic UL/DL reconfiguration cell. As used herein, “the
UE is configured with eIMTA” may be referred to as “the UE
is configured with a serving cell with dynamic subframe type
conversion,” “the UE is configured with a DL-reference
UL/DL configuration of the serving cell,” “the UE is config-
ured with a UL-reference UL/DL configuration of the serving
cell” or “the UE is configured with a DL-reference UL/DL
configuration of the serving cell and a UL-reference UL/DL
configuration of the serving cell.”

In some configurations, eIMTA may be used in LTE TDD
networks to enable more flexible use of spectrum using
dynamic UL/DL allocation based on traffic load. Therefore,
some subframes may be flexible and convertible (e.g., a flex-
ible subframe) and may be used as either special, downlink or
uplink as described below. With eIMTA, explicit PHY layer
signaling may be used for UL/DL reconfiguration with a time
scale of 10 milliseconds (ms) or less. The systems and meth-
ods described herein provide fallback solutions to improve
the reliability and robustness of eIMTA.

AnelMTA cell is a TDD cell that supports dynamic UL/DL
reconfiguration to adapt the traffic load on the cell. In LTE
time-division duplexing (LTE TDD), the same frequency
band may be used for both uplink and downlink signals. To
achieve different DI and UL allocations (e.g., traffic ratios) in
LTE TDD, seven uplink-downlink (UL/DL) configurations
are given in 3GPP specifications (e.g., 3GPP TS 36.211).
These allocations can allocate between 40% and 90% of
subframes to DL signals.

In some implementations, a system information change
procedure is used to change the UL/DL configuration. This
procedure has a long delay, and requires a cold system restart
(e.g., all UEs in a system cannot transmit and receive for a
certain period of time in order to disconnect the UL/DL
associations of the old configuration and set up new associa-
tions). It should be noted that a subframe association may be
referred to as a “UL/DL association,” which may include
UL-to-DL subframe associations and DL-to-UL subframe
associations. Examples of associations include association of
a DL subframe (PDCCH) to UL power control in a UL sub-
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frame, association of a DL subframe physical DL control
channel (PDCCH) to physical UL shared channel (PUSCH)
allocation in a UL subframe, associations of acknowledge-
ment and negative acknowledgement (ACK/NACK) feed-
back on UL subframe(s) for physical downlink shared chan-
nel (PDSCH) transmissions in DL subframe(s), association
of'acknowledgement and negative acknowledgement (ACK/
NACK) feedback on a physical hybrid automatic repeat
request (HARQ) indicator channel (PHICH) or physical
downlink control channel (PDCCH) for physical UL shared
channel (PUSCH) transmission(s) in UL subframe(s), etc.

Physical (PHY) layer signaling may be extended to enable
dynamic DL-to-UL conversion. For example, a special sub-
frame type 2 may be used, which may be viewed as an exten-
sion of a standard special subframe that is used for DL-to-UL
transition. This special subframe type 2 can be used to provide
UL transmissions while maintaining existing UL/DL asso-
ciations. PHY layer signaling may also include using down-
link control information (DCI) 0/4 downlink formats for
PUSCH scheduling following the association timings of a
UL-reference UL/DL configuration, and using DCI formats
1/2 and extensions for PDSCH scheduling, etc.

As used herein, a “Release 12 UE” may be a UE that may
operate in accordance with 3GPP Release 12 specifications
and possibly subsequent specifications. A Release 12 UE may
be a UE that supports eIMTA. Additionally, as used herein, a
“legacy UE” may be a UE that may operate in accordance
with earlier (e.g., LTE Releases 8, 9, 10, 11) specifications.

In some implementations, eIMTA may be applied for both
DL-to-UL and UL-to-DL reconfiguration or switching. For
example, eIMTA allows applying one configuration for
PDSCH HARQ-ACK timing and applying another configu-
ration for PUSCH scheduling and PUSCH HARQ-ACK tim-
ing. UEs that support eIMTA may follow these timings based
on the corresponding reference UL/DL configurations in an
allowed UL/DL reconfiguration range (e.g., switching
region). Legacy UEs may follow the existing associations
without any change or knowledge of the dynamic UL/DL
reconfiguration. However, the eNB may restrict the legacy
UEs in some subframes to maintain backward compatible
timing.

The systems and methods disclosed herein provide
approaches for applying PDSCH HARQ-ACK timings for
UESs that may operate in accordance with Release 12 specifi-
cations (and beyond) based on different DL-reference UL/DL
configurations. For legacy UEs, impacts and restrictions of
allowing legacy UEs to operate without any modifications to
existing timings are also analyzed herein. Based on an
allowed UL/DL reconfiguration range, for example, the
PDSCH HARQ-ACK timing may be configured difterently
for UEs that support eIMTA than for legacy UEs. A legacy UE
should assume no HARQ-ACK timing change. However, the
eNB may schedule legacy UEs to avoid potential conflicts.

For UEs that support and are configured with eIMTA cells,
the PDSCH HARQ-ACK timing of an eIMTA cell may be
based on one reference UL/DL configuration, while PUSCH
scheduling and PUSCH HARQ-ACK timing of an eIMTA
cell may be based on another reference UL/DL configuration.
For example, the PDSCH HARQ-ACK configuration may
follow a first reference UL/DL configuration with a number
(e.g., minimum number) of UL subframes in the allowed
UL/DL reconfiguration range. The first reference UL/DL
configuration may or may not be the same as a default UL/DL
configuration.

The PUSCH scheduling and PUSCH HARQ-ACK timing
of an eIMTA cell may follow a second reference UL/DL
configuration with a number (e.g., maximum number) of UL
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subframes in the allowed UL/DL reconfiguration range. The
second reference UL/DL configuration may or may not be the
same as a default UL/DL configuration. For subframes with
allowed UL/DL switching (e.g., subframes in one or more
convertible regions), systems and methods are provided
herein for providing PDSCH HARQ-ACK timing when
eIMTA is configured.

A UL/DL reconfiguration may be needed in several cases.
For example, a UL/DL reconfiguration may be needed if the
allocated UL resource cannot support the UL traffic load. In
another example, UL/DL reconfiguration may be needed if
the allocated DL resource cannot support the DL traffic load.
Furthermore, a UL/DL reconfiguration may be used to adapt
to a traffic load with a better matching UL/DL allocation. For
instance, a UL/DL reconfiguration may be needed if a current
UL/DL configuration does not match the UL-to-DL traffic
ratio.

Various examples of the systems and methods disclosed
herein are now described with reference to the figures, where
like reference numbers may indicate functionally similar ele-
ments. The systems and methods as generally described and
illustrated in the figures herein could be arranged and
designed in a wide variety of different implementations.
Thus, the following more detailed description of several
implementations, as represented in the figures, is not intended
to limit scope, as claimed, but is merely representative of the
systems and methods.

FIG. 1 is a block diagram illustrating one configuration of
one or more eNBs 160 and one or more UEs 102 in which
systems and methods for feedback reporting may be imple-
mented. The one or more UEs 102 communicate with one or
more eNBs 160 using one or more antennas 122a-n. For
example, a UE 102 transmits electromagnetic signals to the
eNB 160 and receives electromagnetic signals from the eNB
160 using the one or more antennas 122a-n. The eNB 160
communicates with the UE 102 using one or more antennas
180a-n.

It should be noted that in some configurations, one or more
of the UEs 102 described herein may be implemented in a
single device. For example, multiple UEs 102 may be com-
bined into a single device in some implementations. Addi-
tionally or alternatively, in some configurations, one or more
of the eNBs 160 described herein may be implemented in a
single device. For example, multiple eNBs 160 may be com-
bined into a single device in some implementations. In the
context of FIG. 1, for instance, a single device may include
one or more UEs 102 in accordance with the systems and
methods described herein. Additionally or alternatively, one
or more eNBs 160 in accordance with the systems and meth-
ods described herein may be implemented as a single device
or multiple devices.

The UE 102 and the eNB 160 may use one or more chan-
nels 119, 121 to communicate with each other. For example,
a UE 102 may transmit information or data to the eNB 160
using one or more uplink channels 121 and signals. Examples
of uplink channels 121 include a physical uplink control
channel (PUCCH) and a physical uplink shared channel
(PUSCH), etc. Examples of uplink signals include a demodu-
lation reference signal (DMRS) and a sounding reference
signal (SRS), etc. The one or more eNBs 160 may also trans-
mit information or data to the one or more UEs 102 using one
or more downlink channels 119 and signals, for instance.
Examples of downlink channels 119 include a PDCCH, an
EPDCCH, a PDSCH, etc. Examples of downlink signals
include a primary synchronization signal (PSS), a cell-spe-
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cific reference signal (CRS), and a channel state information
(CSI) reference signal (CSI-RS), etc. Other kinds of channels
or signals may be used.

Each of the one or more UEs 102 may include one or more
transceivers 118, one or more demodulators 114, one or more
decoders 108, one or more encoders 150, one or more modu-
lators 154, one or more data buffers 104 and one or more UE
operations modules 124. For example, one or more reception
and/or transmission paths may be implemented in the UE
102. For convenience, only a single transceiver 118, decoder
108, demodulator 114, encoder 150 and modulator 154 are
illustrated in the UE 102, though multiple parallel elements
(e.g., transceivers 118, decoders 108, demodulators 114,
encoders 150 and modulators 154) may be implemented.

The transceiver 118 may include one or more receivers 120
and one or more transmitters 158. The one or more receivers
120 may receive signals from the eNB 160 using one or more
antennas 122a-n. For example, the receiver 120 may receive
and downconvert signals to produce one or more received
signals 116. The one or more received signals 116 may be
provided to a demodulator 114. The one or more transmitters
158 may transmit signals to the eNB 160 using one or more
antennas 122a-n. For example, the one or more transmitters
158 may upconvert and transmit one or more modulated
signals 156.

The demodulator 114 may demodulate the one or more
received signals 116 to produce one or more demodulated
signals 112. The one or more demodulated signals 112 may
be provided to the decoder 108. The UE 102 may use the
decoder 108 to decode signals. The decoder 108 may produce
one or more decoded signals 106, 110. For example, a first
UE-decoded signal 106 may comprise received payload data,
which may be stored in a data buffer 104. A second UE-
decoded signal 110 may comprise overhead data and/or con-
trol data. For example, the second UE-decoded signal 110
may provide data that may be used by the UE operations
module 124 to perform one or more operations.

As used herein, the term “module” may mean that a par-
ticular element or component may be implemented in hard-
ware, software or a combination of hardware and software.
However, it should be noted that any element denoted as a
“module” herein may alternatively be implemented in hard-
ware. For example, the UE operations module 124 may be
implemented in hardware, software or a combination of both.

In general, the UE operations module 124 may enable the
UE 102 to communicate with the one or more eNBs 160. The
UE operations module 124 may include one or more of a
UL/DL reconfiguration DCI decoder 128, a UE PUCCH
resource module 130 and a UE PDSCH HARQ-ACK module
132.

The UL/DL reconfiguration DCI decoder 128 may decode
a UL/DL reconfiguration DCI with an eIMTA-RNTI on a
PDCCH/EPDCCH. The UL/DL reconfiguration DCI with an
eIMTA-RNTI may be received from an eNB 160. Explicit
reconfiguration signaling (e.g., the reconfiguration DCI) may
be used to indicate the actual TDD UL/DL configuration. In
one implementation, the eIMTA-RNTI may be UE-specifi-
cally configured via RRC. Ditferent UEs 102 may be config-
ured with different eIMTA-RNTIs.

In some implementations, an eIMTA TDD cell may sup-
port dynamic UL/DL reconfiguration with traffic adaptation.
In eIMTA, the PDSCH HARQ-ACK timing may be based on
an RRC-configured DL HARQ reference configuration. In
fallback mode operation, a UE 102 only monitors the DL and
special subframes defined by the system information block
type 1 (SIB1) UL/DL configuration. Thus, to avoid ambiguity
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with the eNB 160, the HARQ-ACK reporting of the moni-
tored subframes may be specified.

Furthermore, if a UE 102 is configured with PUCCH for-
mat 3, then the UE 102 may follow a HARQ-ACK {fallback
operation using PUCCH format 3. But if there is only a
semi-persistent scheduling (SPS) transmission, or only one
DL subframe detected with a Downlink Assignment Index
(DAI)value of 1 in a DL assignment on a cell, the UE 102 may
report the HARQ-ACK with PUCCH format 1a/1b instead of
PUCCH format 3. As used herein, “DAT” may also be
referred to as downlink DAI (DL DAI).

In an eIMTA TDD cell, a UE 102 may be configured with
a DL HARQ reference UL/DL configuration by RRC signal-
ing. The PDSCH HARQ-ACK timing may be performed
based on the DI HARQ reference UL/DL configuration.
Thus, the DL association set according to the DL. HARQ
reference configuration defines the potential subframes that
can carry a PDSCH for the UE 102. On the other hand, some
of'the subframes in the DL association set may be configured
as UL by reconfiguration DCI, which indicate the UL/DL
configuration used in a reconfiguration period.

According to the systems and methods described herein,
the detection of reconfiguration signaling may be implicitly
reported to the eNB 160 by PUCCH channel selection. This
may minimize the HARQ-ACK payload.

If a UE 102 is configured with PUCCH format 3, under
fallback operation when valid UL/DL configuration in the
reconfiguration Downlink Control Information (DCI) is not
detected, the actual DL and special subframe allocation is
unknown to the UE 102, and the UE 102 monitors only the DL,
and special subframes specified by the SIB1 configuration. As
used herein, “SIB1 configuration” refers to the UL/DL con-
figuration in the SystemInformationBlockTypel or RadioRe-
sourceConfigCommon signaling in the case that the eIMTA
cell is a PCell and the RadioResourceConfigCommonSCell-
r10 in the case that the eIMTA cell is an SCell. However, since
some subframes are not monitored, there may be mismatch on
the DAI values.

The UL/DL reconfiguration DCI decoder 128 may deter-
mine if one or more valid UL/DL configurations in the
UL/DL reconfiguration DCI with eIMTA-RNTT for all con-
figured eIMTA cells are received. The status of the reconfigu-
ration DCI with eIMTA-RNTI may be based on whether a
valid UL/DL configuration in the reconfiguration DCI with
eIMTA-RNTI for a given reconfiguration period is detected
(e.g., received) or not.

If there is more than one eIMTA cell configured, for the
PUCCH reporting in a given uplink subframe, valid UL/DL
configurations in the reconfiguration DCI with eIMTA-RNTI
are considered as detected if valid UL/DL configurations in
the reconfiguration DCI signals for all eIMTA cells are cor-
rectly received (e.g., detected) based on the DL association
set of the uplink of each eIMTA cell. Furthermore, valid
UL/DL configurations in the reconfiguration DCI with
eIMTA-RNTI are considered as not detected if a valid UL/DL
configuration in the reconfiguration DCI signal of any eIMTA
cell is not received (e.g., detected) based on the DL associa-
tion set of the uplink of the eIMTA cell.

The UE PUCCH resource module 130 may determine a
PUCCH resource for PDSCH HARQ-ACK reporting based
on whether valid UL/DL configurations in the UL/DL recon-
figuration DCI with eIMTA-RNTI for all of the configured
eIMTA cells corresponding to a subframe for the PUCCH
resource are received. If a UE 102 is configured with PUCCH
format 3, under normal operation when valid UL/DL configu-
ration in the reconfiguration DCI is detected (e.g., DCI is
received), the DL and special subframes according to the
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UL/DL configuration in the reconfiguration DCI may be used
for HARQ-ACK reports to minimize the HARQ-ACK bits on
a PUCCH or PUSCH feedback.

The PUCCH format 3 resource may be configured by
higher layer signaling and may be indicated by the Transmit-
ter Power Control (TPC) field if the PDSCH is scheduled by
a PDCCH on a PCell or an PDCCH/EPDCCH ona SCell. The
PUCCH format 3 resource may be configured by higher layer
signaling and indicated by the HARQ-ACK resource offset
(e.g., acknowledgment resource offset (ARO)) bits if the
PDSCH is scheduled by an EPDCCH on the PCell. This may
be accomplished as described in connection with FIG. 7.

If valid UL/DL configurations in the UL/DL reconfigura-
tion DCI with eIMTA-RNTI of all configured eIMTA cells
corresponding to a subframe for the PUCCH resource are
detected, then the UE PUCCH resource module 130 may
select the PUCCH resource based on at least one of a Trans-
mitter Power Control (TPC) field (e.g., an acknowledgment
resource indicator (ARI)) or an acknowledgment resource
offset (ARO) in a DL scheduling DCI. The Transmitter Power
Control (TPC) field may be included in a DL grant.

In one case, if a PDSCH is detected on an SCell in a DL
assignment by PDCCH/EPDCCH, or a DAI value is greater
than 1 in a detected PDCCH on a PCell, then the UE PUCCH
resource module 130 may determine a PUCCH format 3
resource based on the TPC field in a PDCCH/EPDCCH
assignment with a DAI value greater than 1. In another case,
if there is no PDSCH detected on an SCell and a DAI value is
greater than 1 in a detected EPDCCH on a PCell, then the UE
PUCCH resource module 130 may determine a PUCCH for-
mat 3 resource based on a HARQ-ACK resource offset field
in a DCI format of a corresponding EPDCCH assignment
with a DAI value greater than 1.

In yet another case, if there is only one PDSCH detected
with a DAl value of 1, excluding SPS on a PCell, then the UE
PUCCH resource module 130 may determine a PUCCH for-
mat la/1b resource based on the number of control channel
elements (CCEs). In this case, a HARQ-ACK fallback mode
may be used if there is only one PDSCH with a DAI value of
1 in a DL assignment is detected on the PCell. The UE
PUCCH resource module 130 may follow the number of
CCEs.

If at least one valid UL/DL configuration in the UL/DL
reconfiguration DCI with eIMTA-RNTI for at least one con-
figured eIMTA cell corresponding to a subframe for the
PUCCH resource is not received, then the UE PUCCH
resource module 130 may select the PUCCH resource based
on at least one of a predefined offset or a separate PUCCH
resource. To indicate the misdetection of reconfiguration
DC, a different PUCCH resource can be used for the HARQ-
ACK reporting. The PUCCH resource can be determined by
the PUCCH resource for normal operation with an extra
offset value. The offset value can be fixed or predefined (e.g.,
1). The offset value can be signaled by higher layer (e.g., RRC
configuration).

In one case, if a PDSCH is detected on an SCell in a DL
assignment by PDCCH/EPDCCH, or a DAI value is greater
than 1 in a detected PDCCH on a PCell, then the UE PUCCH
resource module 130 may determine a PUCCH format 3
resource based on a predefined offset or a separate PUCCH
resource and a TPC field in a PDCCH/EPDCCH assignment
with a DAl value greater than 1. In another case, if there is no
PDSCH detected on an SCell and a DAI value is greater than
1 in a detected EPDCCH on a PCell, then the UE PUCCH
resource module 130 may determine a PUCCH format 3
resource based on at least one of a predefined offset or a
separate PUCCH resource and a HARQ-ACK resource offset
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field in a DCI format of a corresponding EPDCCH assign-
ment with a DAI value greater than 1.

Inyet another case, if only one PDSCH with a DAI equal to
1 is detected on the PCell, the HARQ-ACK reporting may be
performed on PUCCH format 1a/1b, instead of PUCCH for-
mat 3 with an extra offset value. In one implementation, if
there is only one PDSCH detected with a DAI value of 1,
excluding SPS on a PCell, then the UE PUCCH resource
module 130 may determine a PUCCH format 1a/1b resource
based on the number of CCEs.

The UE PDSCH HARQ-ACK module 132 may send
PDSCH HARQ-ACK information on the selected PUCCH
resource in an uplink subframe. The PDSCH HARQ-ACK
information may be determined in different ways. In one case,
if PUCCH format 3 is configured and valid UL/DL configu-
rations in the UL/DL reconfiguration DCI with eIMTA-RNTI
for all of the configured eIMTA cells corresponding to a
subframe for the PUCCH resource are received, then the UE
PDSCH HARQ-ACK module 132 may determine the
PDSCH HARQ-ACK information based on at least one of a
DL subframe and a special subframe according to the UL/DL
configuration in the UL/DL reconfiguration DCI in a DL
association set for a given UL subframe of each configured
eIMTA cell.

However, if PUCCH format 3 is configured and one or
more valid UL/DL configurations in the UL/DL reconfigura-
tion DCI with eIMTA-RNTI for at least one of the one or more
configured eIMTA cells corresponding to a subframe for the
PUCCH resource is not received, the UE PDSCH HARQ-
ACK module 132 may report only the HARQ-ACK bits of the
fixed DL and special subframes specified by the SIB1 con-
figuration on PUCCH format 3. Therefore, the UE PDSCH
HARQ-ACK module 132 may determine the PDSCH
HARQ-ACK information based on at least one of a DL sub-
frame and a special subframe according to a system informa-
tion block type 1 (SIB1) configuration in a DL association set
according to a DL HARQ reference configuration for a given
UL subframe of each configured eIMTA cell. When a config-
ured eIMTA cell is a PCell, the SIB1 configuration may
include a UL/DL configuration in the SIB1 signaling or
RadioResourceConfigCommon signaling. When a config-
ured eIMTA cell is an SCell, the SIB1 configuration may
include a UL/DL configuration in RadioResourceConfig-
CommonSCell-r10 signaling.

In another alternative, the UE PDSCH HARQ-ACK mod-
ule 132 may report the HARQ-ACK bits based on the DI and
special subframes specified by the DL. HARQ reference con-
figuration on PUCCH format 3. Therefore, if PUCCH format
3 is configured and a valid UL/DL configuration in the
UL/DL reconfiguration DCI with eIMTA-RNTTI for at least
one configured eIMTA cell corresponding to a subframe for
the PUCCH resource is not received, then the UE PDSCH
HARQ-ACK module 132 may determine the PDSCH
HARQ-ACK information based on a DL association set
according to a DL HARQ reference configuration for a given
UL subframe of each configured eIMTA cell.

The UE operations module 124 may provide information
148 to the one or more receivers 120. For example, the UE
operations module 124 may inform the receiver(s) 120 when
to receive retransmissions.

The UE operations module 124 may provide information
138 to the demodulator 114. For example, the UE operations
module 124 may inform the demodulator 114 of'a modulation
pattern anticipated for transmissions from the eNB 160.

The UE operations module 124 may provide information
136 to the decoder 108. For example, the UE operations
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module 124 may inform the decoder 108 of an anticipated
encoding for transmissions from the eNB 160.

The UE operations module 124 may provide information
142 to the encoder 150. The information 142 may include data
to be encoded and/or instructions for encoding. For example,
the UE operations module 124 may instruct the encoder 150
to encode transmission data 146 and/or other information
142. The other information 142 may include the PDSCH
HARQ-ACK information.

The encoder 150 may encode transmission data 146 and/or
other information 142 provided by the UE operations module
124. For example, encoding the data 146 and/or other infor-
mation 142 may involve error detection and/or correction
coding, mapping data to space, time and/or frequency
resources for transmission, multiplexing, etc. The encoder
150 may provide encoded data 152 to the modulator 154.

The UE operations module 124 may provide information
144 to the modulator 154. For example, the UE operations
module 124 may inform the modulator 154 of a modulation
type (e.g., constellation mapping) to be used for transmis-
sions to the eNB 160. The modulator 154 may modulate the
encoded data 152 to provide one or more modulated signals
156 to the one or more transmitters 158.

The UE operations module 124 may provide information
140 to the one or more transmitters 158. This information 140
may include instructions for the one or more transmitters 158.
For example, the UE operations module 124 may instruct the
one or more transmitters 158 when to transmit a signal to the
eNB 160. In some configurations, this may be based on the
UL/DL reconfiguration DCI. For instance, the one or more
transmitters 158 may transmit during a UL subframe. The one
or more transmitters 158 may upconvert and transmit the
modulated signal(s) 156 to one or more eNBs 160.

The eNB 160 may include one or more transceivers 176,
one or more demodulators 172, one or more decoders 166,
one or more encoders 109, one or more modulators 113, one
or more data buffers 162 and one or more eNB operations
modules 182. For example, one or more reception and/or
transmission paths may be implemented in an eNB 160. For
convenience, only a single transceiver 176, decoder 166,
demodulator 172, encoder 109 and modulator 113 are illus-
trated in the eNB 160, though multiple parallel elements (e.g.,
transceivers 176, decoders 166, demodulators 172, encoders
109 and modulators 113) may be implemented.

The transceiver 176 may include one or more receivers 178
and one or more transmitters 117. The one or more receivers
178 may receive signals from the UE 102 using one or more
antennas 180a-». For example, the receiver 178 may receive
and downconvert signals to produce one or more received
signals 174. The one or more received signals 174 may be
provided to a demodulator 172. The one or more transmitters
117 may transmit signals to the UE 102 using one or more
antennas 180a-n. For example, the one or more transmitters
117 may upconvert and transmit one or more modulated
signals 115.

The demodulator 172 may demodulate the one or more
received signals 174 to produce one or more demodulated
signals 170. The one or more demodulated signals 170 may
be provided to the decoder 166. The eNB 160 may use the
decoder 166 to decode signals. The decoder 166 may produce
one or more decoded signals 164, 168. For example, a first
eNB-decoded signal 164 may comprise received payload
data, which may be stored in a data buffer 162. A second
eNB-decoded signal 168 may comprise overhead data and/or
control data. For example, the second eNB-decoded signal
168 may provide data (e.g., PDSCH HARQ-ACK informa-
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tion) that may be used by the eNB operations module 182 to
perform one or more operations.

In general, the eNB operations module 182 may enable the
eNB 160 to communicate with the one or more UEs 102. The
eNB operations module 182 may include one or more of a
UL/DL reconfiguration DCI encoder 196, an eNB PUCCH
resource module 198 and an eNB PDSCH HARQ-ACK mod-
ule 107.

The UL/DL reconfiguration DCI encoder 196 may encode
and transmit a UL/DL reconfiguration DCI with an eIMTA-
RNTI on a PDCCH/EPDCCH. The UL/DL reconfiguration
DCI with an eIMTA-RNTI may be sent to a UE 102. Explicit
reconfiguration signaling (e.g., the reconfiguration DCI) may
be used to indicate the actual TDD UL/DL configuration. The
eIMTA-RNTI may be UE-specifically configured via RRC.
Different UEs 102 may be configured with different eIMTA-
RNTIs.

The eNB 160 may be informed of a misdetection of recon-
figuration DCI by the UE 102 through different PUCCH
resources that are used for the HARQ-ACK reporting. The
eNB PUCCH resource module 198 may assume that the UE
102 determines a PUCCH resource for PDSCH HARQ-ACK
reporting based on whether valid UL/DL configurations in the
UL/DL reconfiguration DCI with eIMTA-RNTI for all of the
configured eIMTA cells corresponding to a subframe for the
PUCCH resource are received. If valid UL/DL configurations
in the UL/DL reconfiguration DCI with eIMTA-RNTT of all
configured eIMTA cells corresponding to a subframe for the
PUCCH resource are detected, then the UE 102 may select
the PUCCH resource based on at least one of a TPC field (i.e.,
an ARI) or an ARO in a DL scheduling DCI.

In one case, if the UE 102 detects a PDSCH on an SCell in
a DL assignment by PDCCH/EPDCCH, or a DAI value is
greater than 1 in a detected PDCCH on a PCell, then the eNB
PUCCH resource module 198 may assume that the UE 102
determines a PUCCH format 3 resource based on a TPC field
in a PDCCH/EPDCCH assignment with a DAI value greater
than 1. In another case, if the UE 102 does not detect a
PDSCH on an SCell and a DAI value is greater than 1 in a
detected EPDCCH on a PCell, then the eNB PUCCH
resource module 198 may assume that the UE 102 determines
a PUCCH format 3 resource based on a HARQ-ACK
resource offset field in a DCI format of a corresponding
EPDCCH assignment with a DAI value greater than 1.

In yet another case, if the UE 102 detects only one PDSCH
witha DAl value of 1, excluding SPS on a PCell, then the eNB
PUCCH resource module 198 may assume that the UE 102
determines a PUCCH format 1a/1b resource based on the
number of CCEs.

If the UE 102 does not receive at least one valid UL/DL
configuration in the UL/DL reconfiguration DCI with
eIMTA-RNTT for at least one configured eIMTA cell corre-
sponding to a subframe for the PUCCH resource, then the
eNB PUCCH resource module 198 may assume that the UE
102 selects the PUCCH resource based on at least one of a
predefined offset or a separate PUCCH resource. During fall-
back operation, the PUCCH resource can be determined
based on an extra offset value. The offset value can be fixed or
predefined (e.g., 1). The offset value can be signaled by higher
layer signaling (e.g., RRC configuration).

In one case, if the UE 102 detects a PDSCH on an SCell in
a DL assignment by PDCCH/EPDCCH, or a DAI value is
greater than 1 in a detected PDCCH on a PCell, then the eNB
PUCCH resource module 198 may assume that the UE 102
determines a PUCCH format 3 resource based on a pre-
defined offset or a separate PUCCH resource and a TPC field
in a PDCCH/EPDCCH assignment with a DAI value greater
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than 1. In another case, if the UE 102 does not detect a
PDSCH on an SCell and a DAI value is greater than 1 in a
detected EPDCCH on a PCell, then the eNB PUCCH
resource module 198 may assume that the UE 102 determines
a PUCCH format 3 resource based on at least one of a pre-
defined offset or a separate PUCCH resource and a HARQ-
ACK resource offset field in a DCI format of a corresponding
EPDCCH assignment with a DAI value greater than 1.

In yet another case, if the UE 102 detects only one PDSCH
with a DAl equal to 1 on the PCell, the HARQ-ACK reporting
may be performed on PUCCH format la/lb, instead of
PUCCH format 3 with an extra offset value.

The eNB PDSCH HARQ-ACK module 107 may receive
PDSCH HARQ-ACK information on the selected PUCCH
resource in an uplink subframe. The PDSCH HARQ-ACK
information may be determined in different ways. In one case,
if PUCCH format 3 is configured and valid UL/DL configu-
rations in the UL/DL reconfiguration DCI with eIMTA-RNTI
for all of the configured eIMTA cells corresponding to a
subframe for the PUCCH resource are received by the UE
102, then the eNB PDSCH HARQ-ACK module 107 may
assume that the UE 102 determines the PDSCH HARQ-ACK
information based on at least one of a DL subframe and a
special subframe according to the UL/DL configuration in the
UL/DL reconfiguration DCI in a DL association set for a
given UL subframe of each configured eIMTA cell.

However, if PUCCH format 3 is configured and one or
more valid UL/DL configurations in the UL/DL reconfigura-
tion DCI with eIMTA-RNTTI for at least one of the one or more
configured eIMTA cells corresponding to a subframe for the
PUCCH resource is not received by the UE 102, the eNB
PDSCH HARQ-ACK module 107 may assume that the UE
102 determines the PDSCH HARQ-ACK information based
on at least one of a DL subframe and a special subframe
according to an SIB1 configuration in a DL association set
according to a DL HARQ reference configuration for a given
UL subframe of each configured eIMTA cell.

In another alternative, if PUCCH format 3 is configured
and a valid UL/DL configuration in the UL/DL reconfigura-
tion DCI with eIMTA-RNTI for at least one configured
eIMTA cell corresponding to a subframe for the PUCCH
resource is not received by the UE 102, then the eNB PDSCH
HARQ-ACK module 107 may assume that the UE 102 deter-
mines the PDSCH HARQ-ACK information based on a DL,
association set according to a DL. HARQ reference configu-
ration for a given UL subframe of each configured eIMTA
cell.

The eNB operations module 182 may provide information
190 to the one or more receivers 178. For example, the eNB
operations module 182 may inform the receiver(s) 178 when
or when not to receive transmissions from the UE(s) 102.

The eNB operations module 182 may provide information
188 to the demodulator 172. For example, the eNB operations
module 182 may inform the demodulator 172 of a modulation
pattern anticipated for transmissions from the UE(s) 102.

The eNB operations module 182 may provide information
186 to the decoder 166. For example, the eNB operations
module 182 may inform the decoder 166 of an anticipated
encoding for transmissions from the UE(s) 102.

The eNB operations module 182 may provide information
101 to the encoder 109. The information 101 may include data
to be encoded and/or instructions for encoding. For example,
the eNB operations module 182 may instruct the encoder 109
to encode transmission data 105 and/or other information
101.

The encoder 109 may encode transmission data 105 and/or
other information 101 provided by the eNB operations mod-
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ule 182. For example, encoding the data 105 and/or other
information 101 may involve error detection and/or correc-
tion coding, mapping data to space, time and/or frequency
resources for transmission, multiplexing, etc. The encoder
109 may provide encoded data 111 to the modulator 113. The
transmission data 105 may include network data to be relayed
to the UE 102.

The eNB operations module 182 may provide information
103 to the modulator 113. This information 103 may include
instructions for the modulator 113. For example, the eNB
operations module 182 may inform the modulator 113 of a
modulation type (e.g., constellation mapping) to be used for
transmissions to the UE(s) 102. The modulator 113 may
modulate the encoded data 111 to provide one or more modu-
lated signals 115 to the one or more transmitters 117.

The eNB operations module 182 may provide information
192 to the one or more transmitters 117. This information 192
may include instructions for the one or more transmitters 117.
For example, the eNB operations module 182 may instruct
the one or more transmitters 117 when to (or when not t0)
transmit a signal to the UE(s) 102. In some implementations,
this may be based on the UL/DL reconfiguration DCI. The
one or more transmitters 117 may upconvert and transmit the
modulated signal(s) 115 to one or more UEs 102.

It should be noted that a DL subframe may be transmitted
from the eNB 160 to one or more UEs 102 and that a UL
subframe may be transmitted from one or more UEs 102 to
the eNB 160. Furthermore, both the eNB 160 and the one or
more UEs 102 may transmit data in a standard special sub-
frame.

It should also be noted that one or more of the elements or
parts thereof included in the eNB(s) 160 and UE(s) 102 may
be implemented in hardware. For example, one or more of
these elements or parts thereof may be implemented as a chip,
circuitry or hardware components, etc. It should also be noted
that one or more of the functions or methods described herein
may be implemented in and/or performed using hardware.
For example, one or more of the methods described herein
may be implemented in and/or realized using a chipset, an
application-specific integrated circuit (ASIC), a large-scale
integrated (L.SI) circuit or integrated circuit, etc.

FIG. 2 is a flow diagram illustrating one implementation of
a method 200 for feedback reporting by a UE 102. The UE
102 may be configured with eIMTA support. The UE 102 may
decode 202 a UL/DL reconfiguration DCI with an eIMTA-
RNTI on a PDCCH/EPDCCH. The UL/DL reconfiguration
DCIwithan eIMTA-RNTI may be received from an eNB 160.
Explicit reconfiguration signaling (e.g., the reconfiguration
DCI) may be used to indicate the actual TDD UL/DL con-
figuration. The eIMTA-RNTI may be UE-specifically config-
ured via RRC. Different UEs 102 may be configured with
different eIMTA-RNTIs.

The UE 102 may determine 204 if one or more valid
UL/DL configurations in the UL/DL reconfiguration DCI
with eIMTA-RNTI for all configured eIMTA cells are
received. The status of the reconfiguration DCI with eIMTA-
RNTI may be based on whether a valid UL/DL configuration
in the reconfiguration DCI with eIMTA-RNTI for a given
reconfiguration period is detected (e.g., received) or not.

If there is more than one eIMTA cell configured, for the
PUCCH reporting in a given uplink subframe, valid UL/DL
configurations in the reconfiguration DCI with eIMTA-RNTI
are considered as detected if valid UL/DL configurations in
the reconfiguration DCI signals for all eIMTA cells are cor-
rectly received (e.g., detected) based on the DL association
set of the uplink of each eIMTA cell. Furthermore, valid
UL/DL configurations in the reconfiguration DCI with
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eIMTA-RNTI are considered as not detected if a valid UL/DL
configuration in the reconfiguration DCI signal of any eIMTA
cell is not received (e.g., detected) based on the DL associa-
tion set of the uplink of the eIMTA cell.

The UE 102 may determine 206 if PUCCH format 3 is
configured. The PUCCH format 3 resource may be config-
ured by higher layer signaling and may be indicated by the
TPC field if the PDSCH is scheduled by a PDCCH on a PCell
or an PDCCH/EPDCCH on a SCell. The PUCCH format 3
resource may be configured by higher layer signaling and
indicated by the HARQ-ACK resource offset (e.g., ARO) bits
ifthe PDSCH is scheduled by an EPDCCH on the PCell. This
may be accomplished as described in connection with FIG. 7.

The UE 102 may determine 208 a PUCCH resource for
PDSCH HARQ-ACK reporting based on whether valid
UL/DL configurations in the UL/DL reconfiguration DCI
with eIMTA-RNTI for all of the configured eIMTA cells
corresponding to a subframe for the PUCCH resource are
received. If a UE 102 is configured with PUCCH format 3,
under normal operation when valid UL/DL configuration in
the reconfiguration DCl is detected (e.g., DCl is received), the
DL and special subframes according to the UL/DL configu-
ration in the reconfiguration DCI should be used for HARQ-
ACK reports to minimize the HARQ-ACK bits on a PUCCH
or PUSCH feedback.

If valid UL/DL configurations in the UL/DL reconfigura-
tion DCI with eIMTA-RNTI of all configured eIMTA cells
corresponding to a subframe for the PUCCH resource are
detected, then the UE 102 may select the PUCCH resource
based on at least one of a TPC field (i.e., an ARI) or an ARO
in a DL scheduling DCI.

In one case, if a PDSCH is detected on an SCell in a DL
assignment by PDCCH/EPDCCH, or a DAI value is greater
than 1 in a detected PDCCH on a PCell, then the UE 102 may
determine 208 a PUCCH format 3 resource based on a TPC
field in a PDCCH/EPDCCH assignment with a DAI value
greater than 1. In another case, if there is no PDSCH detected
on an SCell and a DAI value is greater than 1 in a detected
EPDCCH on a PCell, then the UE 102 may determine 208 a
PUCCH format 3 resource based on a HARQ-ACK resource
offset field in a DCI format of a corresponding EPDCCH
assignment with a DAI value greater than 1.

In yet another case, if there is only one PDSCH detected
with a DAl value of 1, excluding SPS on a PCell, then the UE
102 may determine 208 a PUCCH format 1a/1b resource
based on the number of CCEs. In this case, a HARQ-ACK
fallback mode may be used if there is only one PDSCH with
a DAI value of 1 in a DL assignment that is detected on the
PCell. The UE 102 may follow the number of CCEs.

If'the UE 102 determines 204 that at least one valid UL/DL
configuration in the UL/DL reconfiguration DCI with
eIMTA-RNTT for at least one configured eIMTA cell corre-
sponding to a subframe for the PUCCH resource is not
received, then the UE 102 may select the PUCCH resource
based on at least one of a predefined offset or a separate
PUCCH resource. To indicate the misdetection of reconfigu-
ration DCI, a different PUCCH resource can be used for the
HARQ-ACK reporting. The PUCCH resource can be deter-
mined by the PUCCH resource for normal operation with an
extra offset value. The offset value can be fixed or predefined
(e.g., 1). The offset value can be signaled by higher layer (e.g.,
RRC configuration).

In one case, if a PDSCH is detected on an SCell in a DL
assignment by PDCCH/EPDCCH, or a DAI value is greater
than 1 in a detected PDCCH on a PCell, then the UE 102 may
determine 208 a PUCCH format 3 resource based on a pre-
defined offset or a separate PUCCH resource and a TPC field
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in a PDCCH/EPDCCH assignment with a DAI value greater
than 1. In another case, if there is no PDSCH detected on an
SCell and a DAl valueis greater than 1 in a detected EPDCCH
on a PCell, then the UE 102 may determine 208 a PUCCH
format 3 resource based on at least one of a predefined offset
or a separate PUCCH resource and a HARQ-ACK resource
offset field in a DCI format of a corresponding EPDCCH
assignment with a DAI value greater than 1.

Inyet another case, if only one PDSCH with a DAI equal to
1 is detected on the PCell, the HARQ-ACK reporting may be
performed on PUCCH format 1a/1b, instead of PUCCH for-
mat 3 with an extra offset value. In one implementation, if
there is only one PDSCH detected with a DAI value of 1,
excluding SPS on a PCell, then the UE 102 may determine
208 a PUCCH format 1a/1b resource based on the number of
CCE:s.

The UE 102 may send 210 PDSCH HARQ-ACK informa-
tion on the selected PUCCH resource in an uplink subframe.
In one case, if PUCCH format 3 is configured and valid
UL/DL configurations in the UL/DL reconfiguration DCI
with eIMTA-RNTI for all of the configured eIMTA cells
corresponding to a subframe for the PUCCH resource are
received, then the UE 102 may determine the PDSCH
HARQ-ACK information based on at least one of a DL sub-
frame and a special subframe according to the UL/DL con-
figuration in the UL/DL reconfiguration DCI in a DL asso-
ciation set for a given UL subframe of each configured
eIMTA cell.

However, if PUCCH format 3 is configured and one or
more valid UL/DL configurations in the UL/DL reconfigura-
tion DCI with eIMTA-RNTI for at least one of the one or more
configured eIMTA cells corresponding to a subframe for the
PUCCH resource is not received, the UE 102 may report only
the HARQ-ACK bits of the fixed DL and special subframes
specified by the SIB1 configuration on PUCCH format 3.
Therefore, the UE 102 may determine the PDSCH HARQ-
ACK information based on at least one of a DL subframe and
a special subframe according to an SIB1 configuration in a
DL association set according to a DL. HARQ reference con-
figuration for a given UL subframe of each configured eIMTA
cell. When a configured eIMTA cell is a PCell, the SIB1
configuration may include a UL/DL configuration in the SIB1
signaling or RadioResourceConfigCommon signaling. When
a configured eIMTA cell is an SCell, the SIB1 configuration
may include a UL/DL configuration in RadioResourceCon-
figCommonSCell-r10 signaling.

In another alternative, the UE 102 may report the HARQ-
ACK bits based on the DL and special subframes specified by
the DL HARQ reference configuration on PUCCH format 3.
Therefore, if PUCCH format 3 is configured and a valid
UL/DL configuration in the UL/DL reconfiguration DCI with
eIMTA-RNTT for at least one configured eIMTA cell corre-
sponding to a subframe for the PUCCH resource is not
received, then the UE 102 may determine the PDSCH
HARQ-ACK information based on a DL association set
according to a DL HARQ reference configuration for a given
UL subframe of each configured eIMTA cell.

FIG. 3 is a flow diagram illustrating one implementation of
amethod 300 for feedback reporting by an eNB 160. The eNB
160 may be configured with eIMTA support. The eNB 160
may transmit 302 a UL/DL reconfiguration DCI with an
eIMTA-RNTI on a PDCCH/EPDCCH. The UL/DL recon-
figuration DCI with an eIMTA-RNTI may be sent to a UE
102. Explicit reconfiguration signaling (e.g., the reconfigura-
tion DCI) may be used to indicate the actual TDD UL/DL
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configuration. The eIMTA-RNTI may be UE-specifically
configured via RRC. Different UEs 102 may be configured
with different eIMTA-RNTIs.

According to the systems and methods described herein,
the detection of reconfiguration signaling may be implicitly
reported to the eNB 160 by PUCCH channel selection. This
may minimize the HARQ-ACK payload in all cases.

The eNB 160 may assume 304 that the UE 102 determines
if one or more valid UL/DL configurations in the UL/DL
reconfiguration DCI with eIMTA-RNTI for all configured
eIMTA cells are received. The status of the reconfiguration
DCI with eIMTA-RNTI may be based on whether a valid
UL/DL configuration in the reconfiguration DCI with
eIMTA-RNTI for a given reconfiguration period is detected
(e.g., received) or not.

The eNB 160 may assume 306 that the UE 102 determines
if physical uplink control channel (PUCCH) format 3 is con-
figured. This may be accomplished as described in connec-
tion with FIG. 7.

The eNB 160 may assume 308 that the UE 102 determines
a PUCCH resource for PDSCH HARQ-ACK reporting based
on whether valid UL/DL configurations in the UL/DL recon-
figuration DCI with eIMTA-RNTI for all of the configured
eIMTA cells corresponding to a subframe for the PUCCH
resource are received. If valid UL/DL configurations in the
UL/DL reconfiguration DCI with eIMTA-RNTT of all con-
figured eIMTA cells corresponding to a subframe for the
PUCCH resource are detected, then the UE 102 may select
the PUCCH resource based on at least one of a TPC field (i.e.,
an ARI) or an ARO in a DL scheduling DCIL.

In one case, if the UE 102 detects a PDSCH on an SCell in
a DL assignment by PDCCH/EPDCCH, or a DAI value is
greater than 1 in a detected PDCCH on a PCell, then the eNB
160 may assume 308 that the UE 102 determines a PUCCH
format 3 resource based on a transmitter power control (TPC)
field in a PDCCH/EPDCCH assignment with a DAI value
greater than 1. In another case, if the UE 102 does not detect
a PDSCH on an SCell and a DAI value is greater than 1 in a
detected EPDCCH on a PCell, then the eNB 160 may assume
308 that the UE 102 determines a PUCCH format 3 resource
based on a HARQ-ACK resource offset field in a DCI format
of a corresponding EPDCCH assignment with a DAI value
greater than 1.

In yet another case, if the UE 102 detects only one PDSCH
witha DAl value of 1, excluding SPS on a PCell, then the eNB
160 may assume 308 that the UE 102 determines a PUCCH
format 1a/1b resource based on the number of CCEs.

If the UE 102 does not receive at least one valid UL/DL
configuration in the UL/DL reconfiguration DCI with
eIMTA-RNTT for at least one configured eIMTA cell corre-
sponding to a subframe for the PUCCH resource, then the
eNB 160 may assume 308 that the UE 102 selects the PUCCH
resource based on at least one of a predefined offset or a
separate PUCCH resource. The eNB 160 may be informed of
amisdetection of reconfiguration DCI by the UE 102 through
different PUCCH resources that may be used for the HARQ-
ACK reporting. During fallback operation, the PUCCH
resource can be determined based on an extra offset value.
The offset value can be fixed or predefined (e.g., 1). The offset
value can be signaled by higher layer (e.g., RRC configura-
tion).

In one case, if the UE 102 detects a PDSCH on an SCell in
a DL assignment by PDCCH/EPDCCH, or a DAI value is
greater than 1 in a detected PDCCH on a PCell, then the eNB
160 may assume 308 that the UE 102 determines a PUCCH
format 3 resource based on a predefined offset or a separate
PUCCH resource and a TPC field in a PDCCH/EPDCCH
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assignment with a DAI value greater than 1. In another case,
if the UE 102 does not detecta PDSCH on an SCell and a DAI
value is greater than 1 in a detected EPDCCH on a PCell, then
the eNB 160 may assume 308 that the UE 102 determines a
PUCCH format 3 resource based on at least one of a pre-
defined offset or a separate PUCCH resource and a HARQ-
ACK resource offset field in a DCI format of a corresponding
EPDCCH assignment with a DAI value greater than 1.

In yet another case, if the UE 102 detects only one PDSCH
with a DAl equal to 1 on the PCell, the HARQ-ACK reporting
may be performed on PUCCH format la/lb, instead of
PUCCH format 3 with an extra offset value.

The eNB 160 may monitor 310 potential PUCCH
resources and receive PDSCH HARQ-ACK information on
the detected PUCCH resource in an uplink subframe. In some
implementations, the eNB 160 may monitor all possible
PUCCH reporting cases. For example, the eNB 160 may
monitor 310 the PUCCH resource when the reconfiguration is
detected by the UE 102. The eNB 160 may also monitor 310
the PUCCH resource when the reconfiguration is not detected
by the UE 102. The eNB 160 may further monitor 310 the
PUCCH format 1a/1b resource for a PCell DL subframe with
a DAI=1 (for HARQ-ACK fallback reporting on PUCCH
format 1a/1b instead of PUCCH format 3).

In one case, if PUCCH format 3 is configured and valid
UL/DL configurations in the UL/DL reconfiguration DCI
with eIMTA-RNTI for all of the configured eIMTA cells
corresponding to a subframe for the PUCCH resource are
received by the UE 102, then the eNB 160 may assume that
the UE 102 determines the PDSCH HARQ-ACK information
based on at least one of a DL subframe and a special subframe
according to the UL/DL configuration in the UL/DL recon-
figuration DCI in a DL association set for a given UL sub-
frame of each configured eIMTA cell.

However, if PUCCH format 3 is configured and one or
more valid UL/DL configurations in the UL/DL reconfigura-
tion DCI with eIMTA-RNTI for at least one of the one or more
configured eIMTA cells corresponding to a subframe for the
PUCCH resource is not received by the UE 102, the eNB 160
may assume that the UE 102 determines the PDSCH HARQ-
ACK information based on at least one of a DL subframe and
a special subframe according to an SIB1 configuration in a
DL association set according to a DL. HARQ reference con-
figuration for a given UL subframe of each configured eIMTA
cell.

In another alternative, if PUCCH format 3 is configured
and a valid UL/DL configuration in the UL/DL reconfigura-
tion DCI with eIMTA-RNTI for at least one configured
eIMTA cell corresponding to a subframe for the PUCCH
resource is notreceived by the UE 102, then the eNB 160 may
assume that the UE 102 determines the PDSCH HARQ-ACK
information based on a DL association set according to a DL,
HARQ reference configuration for a given UL subframe of
each configured eIMTA cell.
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FIG. 4 is a diagram illustrating one example of a radio
frame 435 that may be used in accordance with the systems
and methods disclosed herein. This radio frame 435 structure
illustrates a TDD structure. Each radio frame 435 may have a
length of T/~307200-T =10 ms, where T is a radio frame 435
duration and T, is a time unit equal to

1
(15000 x 2048)

seconds. The radio frame 435 may include two half-frames
437, each having a length of 153600-T,=5 ms. Each half-
frame 437 may include five subframes 423a-¢, 423f-j each
having a length of 30720-T =1 ms.

TDD UL/DL configurations 0-6 are given below in Table
(1) (from Table 4.2-2 in 3GPP TS 36.211). UL/DL configu-
rations with both 5 ms and 10 ms downlink-to-uplink switch-
point periodicity may be supported. In particular, seven
UL/DL configurations are specified in 3GPP specifications,
as shown in Table (1) below. In Table (1), “D” denotes a
downlink subframe, “S” denotes a special subframe and “U”
denotes a UL subframe.

TABLE (1)

TDD UL/ Downlink-
DL Con- to-Uplink

figuration Switch-Point Subframe Number

Number  Periodicity 0 1 2 3 4 5 6 7 8 9
0 5 ms D S U U U D S U U U
1 5 ms D S U U D D S U U D
2 5 ms D S U D D D S U D D
3 10 ms D S U U U D D D D D
4 10 ms D S U U D D D D D D
5 10 ms D S U D D D D D D D
6 5 ms D S U U U D S U U D

In Table (1) above, for each subframe in a radio frame, “D”
indicates that the subframe is reserved for downlink transmis-
sions, “U” indicates that the subframe is reserved for uplink
transmissions and “S” indicates a special subframe with three
fields: a downlink pilot time slot (DWPTS), a guard period
(GP) and an uplink pilot time slot (UpPTS). The length of
DwPTS and UpPTS is given in Table (2) (from Table 4.2-1 of
3GPP TS 36.211) subject to the total length of DwPTS, GP
and UpPTS being equal to 30720-T,=1 ms. Table (2) illus-
trates several configurations of (standard) special subframes.
Each subframe i is defined as two slots, 2i and 2i+1 of length
T,,,~15360-T ,=0.5 ms in each subframe. In Table (2), “cyclic
prefix” is abbreviated as “CP” and “configuration” is abbre-
viated as “Config” for convenience.

TABLE (2)

Normal CP in downlink Extended CP in downlink

Special UpPTS UpPTS
Subframe Normal Extended Normal Extended
Config DwPTS CPinuplink CPinuplink DwPTS CPinuplink CP inuplink
0 6592-T, 2192-T, 2560 - T, 7680 - T,  2192-T, 2560 - T,
1 19760 - T, 20480 - T,
2 21952 - T, 23040 - T,
3 24144 - T, 25600 - T,
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TABLE (2)-continued

24

Normal CP in downlink

Extended CP in downlink

Special UpPTS UpPTS
Subframe Normal Extended Normal Extended
Config DwPTS CPinuplink CPinuplink DwPTS CPinuplink CP inuplink
4 26336 - T, 7680-T, 4384-T, 5120 - T,
5 6592+ T, 4384-T, 5120+ T, 20480 -T,
6 19760 - T, 23040 - T,
7 21952 - T, — — —
8 24144 - T — — —

u

UL/DL configurations with both 5 ms and 10 ms downlink-
to-uplink switch-point periodicity are supported. In the case
of'S ms downlink-to-uplink switch-point periodicity, the spe-
cial subframe exists in both half-frames 437. In the case of 10
ms downlink-to-uplink switch-point periodicity, the special
subframe exists in the first half-frame 437 only. Subframes 0
and 5 and DwPTS may be reserved for downlink transmis-
sion. UpPTS and the subframe immediately following the
special subframe may be reserved for uplink transmission.

In accordance with the systems and methods disclosed
herein, some types of subframes 423 that may be used include
a downlink subframe, an uplink subframe and a special sub-
frame 431. In the example illustrated in FIG. 4, which has a 5
ms periodicity, two standard special subframes 431a-b are
included in the radio frame 435.

The first special subframe 431a includes a downlink pilot
time slot (DWPTS) 4254, a guard period (GP) 4274 and an
uplink pilot time slot (UpPTS) 4294. In this example, the first
standard special subframe 431a is included in subframe one
423b. The second standard special subframe 4315 includes a
downlink pilot time slot (DwWPTS) 4255, a guard period (GP)
427b and an uplink pilot time slot (UpPTS) 42954. In this
example, the second standard special subframe 4315 is
included in subframe six 423g. The length of the DwPTS
425a-b and UpPTS 429a-b may be given by Table 4.2-1 of
3GPPTS 36.211 (illustrated in Table (2) above) subject to the
total length of each set of DwPTS 425, GP 427 and UpPTS
429 being equal to 30720-T =1 ms.

Each subframe i 423a-j (where i denotes a subframe rang-
ing from subframe zero 423a (e.g., 0) to subframe nine 423;
(e.g., 9) inthis example) is defined as two slots, 2i and 2i+1 of
length T, ,=15360-T,;=0.5 ms in each subframe 423. For
example, subframe zero (e.g., 0) 4234 may include two slots,
including a first slot 439.

UL/DL configurations with both 5 ms and 10 ms downlink-
to-uplink switch-point periodicity may be used in accordance
with the systems and methods disclosed herein. FIG. 4 illus-
trates one example of a radio frame 435 with 5 ms switch-
point periodicity. In the case of 5 ms downlink-to-uplink
switch-point periodicity, each half-frame 437 includes a stan-
dard special subframe 431a-b. In the case of 10 ms downlink-
to-uplink switch-point periodicity, a special subframe 431
may exist in the first half-frame 437 only.

Subframe zero (e.g., 0) 423a and subframe five (e.g., 5)
423f and DWPTS 425a-b may be reserved for DL transmis-
sion. The UpPTS 429a-b and the subframe(s) immediately
following the standard special subframe(s) 431a-b (e.g., sub-
frame two 423¢ and subframe seven 423/) may be reserved
for UL transmission. In one implementation, in a case where
multiple cells are aggregated, a UE 102 may assume the same
UL/DL configuration across all the cells and that the guard
period (GP) of the special subframe(s) in the different cells
have an overlap of at least 1456-T..

15

30

40

45

50

55

One or more of the subframes 423 illustrated in FIG. 4 may
be convertible, depending on the UL/DL reconfiguration
range. Assuming a default UL/DL configuration 1 as given in
Table (1) above, for example, subframe three (e.g., 3) 4234
may be a convertible subframe 433 (from UL-to-DL, for
instance).

FIG. 5is adiagram illustrating TDD UL/DL configurations
541a-g in accordance with the systems and methods
described herein. In particular, FIG. 5 illustrates UL/DL con-
figuration zero 541a (e.g., “UL/DL configuration 0”) with
subframes 523a and subframe numbers 5434, UL/DL con-
figuration one 54156 (e.g., “UL/DL configuration 17) with
subframes 5235 and subframe numbers 5435, UL/DL con-
figuration two 541c¢ (e.g., “UL/DL configuration 2”) with
subframes 523¢ and subframe numbers 543¢ and UL/DL
configuration three 541d (e.g., “UL/DL configuration 3”)
with subframes 523d and subframe numbers 543d. FIG. 5
also illustrates UL/DL configuration four 541e (e.g., “UL/DL
configuration 4”) with subframes 523¢ and subframe num-
bers 543¢, UL/DL configuration five 541f(e.g., “UL/DL con-
figuration 5”) with subframes 523f and subframe numbers
543f and UL/DL configuration six 541g (e.g., “UL/DL con-
figuration 6°) with subframes 523g and subframe numbers
543g.

Furthermore, F1G. 5 illustrates PDSCH HARQ-ACK asso-
ciations 545 (e.g., PDSCH HARQ-ACK feedback on
PUCCH or PUSCH associations). The PDSCH HARQ-ACK
associations 545 may indicate HARQ-ACK reporting sub-
frames corresponding to subframes for PDSCH transmis-
sions (e.g., subframes in which PDSCH transmissions may be
sent and/or received). The PDSCH HARQ-ACK associations
545 may indicate the association sets and timing for the
transmission of PDSCH HARQ-ACK information. It should
be noted that some of the radio frames illustrated in FIG. §
have been truncated for convenience.

The systems and methods described herein may be applied
to one or more of the UL/DL configurations 541a-g illus-
trated in FIG. 5. For example, one or more PDSCH HARQ-
ACK associations 545 corresponding to one of the UL/DL
configurations 541qa-g illustrated in FIG. 5 may be applied to
communications between a UE 102 and eNB 160. For
example, a DL-reference UL/DL configuration 541 may be
determined (e.g., assigned to, applied to) for a serving cell. In
this case, PDSCH HARQ-ACK associations 545 may specify
PDSCH HARQ-ACK timing (e.g., a HARQ-ACK reporting
subframe) for HARQ-ACK feedback transmissions corre-
sponding to the serving cell.

A PDSCH HARQ-ACK association 545 may specify a
particular (PDSCH HARQ-ACK) timing for receiving
HARQ-ACK information corresponding to a PDSCH. A
PDSCH HARQ-ACK association 545 may specify a report-
ing subframe in which the UE 102 reports (e.g., transmits) the
HARQ-ACK information corresponding to the PDSCH to the
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eNB 160. The reporting subframe may be determined based
on the subframe that includes the PDSCH sent by the eNB
160.

FIG. 6 is a flow diagram illustrating another implementa-
tion of a method 600 for feedback reporting by a UE 102. The
UE 102 may decode 602 a UL/DL reconfiguration DCI with
an eIMTA-RNTI on a PDCCH/EPDCCH. In some imple-
mentations, the UL/DL reconfiguration DCI is carried on the
common search space (CSS). The UL/DL reconfiguration
DCIwithan eIMTA-RNTI may be received from an eNB 160.
In some implementations, eIMTA may provide flexible use of
spectrum using dynamic UL/DL allocation based on traffic
load. Explicit L1 reconfiguration signaling may be used to
indicate the actual TDD UL/DL configuration by group-com-
mon DCI only in a PCell common search space for a UE 102.
The size of DCI that carries reconfiguration bits may be
aligned to DCI format 1C. The number of eIMTA-RNTI
configured for a UE 102 may be 1. The eIMTA-RNTI may be
UE-specifically configured via RRC. Different UEs 102 may
be configured with different eIMTA-RNTIs. The explicit
reconfiguration DCI may only carry information for explicit
UL/DL reconfiguration.

A reconfiguration window may be configured with period-
icity of 10 milliseconds (ms), 20 ms, 40 ms and/or 80 ms. The
set of subframes that a UE 102 is configured to monitor for
reconfiguration signaling may be based on these periodici-
ties. For a 10 ms periodicity, the set of subframes may be the
DL subframes and special subframes per SIB1. For a 20 ms
periodicity, the set of subframes may be the DL subframes
and special subframes per SIB1 in the second radio frame in
the window. For a 40 ms periodicity, the set of subframes may
be the DL subframes and special subframes per SIB1 in the
fourth radio frame in the window. For an 80 ms periodicity,
the set of subframes may be the DL subframes and special
subframes per SIB1 in the eighth radio frame in the window.

Ifa UE 102 is configured to monitor multiple subframes for
reconfiguration DCls in radio frames {m-T/10, m-
T/10+1, . . ., (m+1)T/10-1}, the UE 102 may assume the
same UL/DL configuration indicated by the reconfiguration
DCIs for radio frames {m-T/10, m-T/10+1, . .., (m+1)-T/10-
1}. As used herein, the same UL/DL configuration refers to
any cell configured for the UE 102 with eIMTA enabled.

In one implementation, the UE 102 is required to monitor
all subframes to carry reconfiguration DCI(s) for radio frames
{m-T/10, m-T/10+1, . . ., (m+1)-T/10-1} at least until one
valid UL-DL configuration for radio frames {m-T/10, m-T/
10+1, . .., (m+1)-T/10-1} is detected (e.g., received).

If the UE 102 detects L1 signaling conveying a valid
UL/DL configuration for a radio frame, the UE 102 may
monitor the non-discontinuous reception (DRX) DL sub-
frames or special subframes indicated by explicit L.1 signal-
ing, referred to herein as normal operation (e.g., the UE 102
follows 606 a normal mode of operation). If the UE 102 does
not detect L1 signaling conveying a valid UL/DL configura-
tion for a radio frame, the UE 102 may monitor the non-DRX
DL subframes or special subframes for PDCCH or EPDCCH
as indicated by an SIB1 configuration, referred to herein as
fallback mode operation (e.g., the UE 102 follows 608 a
fallback mode of operation).

Under fallback operation, if the UE 102 receives a UL grant
corresponding to at least one UL subframe per a SIB1 not in
the set of UL subframes per the DL. HARQ reference con-
figuration, then the UE 102 may still treat the UL grant as a
valid UL grant. Also, under fallback operation, if the UE 102
receives a NACK in a PHICH triggering a PUSCH transmis-
sion in a UL subframe per a SIB1 not in the set of UL

10

15

20

25

30

35

40

45

50

55

60

65

26

subframes per the DL HARQ reference configuration, the UE
102 may transmit a PUSCH transmission.

For PDSCH HARQ-ACK timing, the DI, HARQ-ACK
timing may follow a higher layer RRC configured TDD con-
figuration chosen from UL/DL configurations #2, #4 and #5,
described above in connection with FIG. 5. HARQ-ACK
bundling may not be supported for HARQ-ACK feedback for
TDD eIMTA. PUCCH format 3 and PUCCH format 1b with
channel selection may be supported for eIMTA.

According to one approach for PDCCH scheduling, the
existing implicit PUCCH resource for subframes with the
same DL HARQ timing may be reused between eIMTA and
non-eIMTA UEs 102. New resources for other subframes
may be allocated in the bundling window. The new resources
may be based on a starting PUCCH offset that is separately
configured via RRC. The block interleaving for ACK/NAK
resource indexing may still be supported.

IfTDD eIMTA is not enabled on the PCell but is enabled on
at least one SCell, then the UE 102 behavior for HARQ-ACK
feedback when PUCCH format 3 is configured may follow
the HARQ-ACK feedback as specified in Release-10 or 11.

While the above approach describes fallback mode behav-
ior and DL. HARQ-ACK timing, the approach does not
specify detailed HARQ-ACK reporting on PUCCH. In par-
ticular, the described approach does not provide for HARQ-
ACK {allback operation to format 1a/1b when PUCCH for-
mat 3 is configured. Additionally, the described approach
does not specify the number of HARQ-ACK bits to be
reported on PUCCH format 3.

A UE 102 operating according to the systems and methods
described herein may minimize the HARQ-ACK payload
under normal mode and fallback mode operation. Further-
more, the described systems and methods provide for implic-
itly reporting the detection of reconfiguration signaling by
PUCCH channel selection. If the UE 102 does not detect a
reconfiguration DCI with eIMTA-RNTT in a PCell PDCCH
common search space (CSS), the HARQ-ACK may be
reported on a different PUCCH resource than the PUCCH
resource used during normal operation.

HARQ-ACK reporting may be performed according to
different implementations. In one implementation, the num-
ber of HARQ-ACK bits may be determined by the DL HARQ
reference configuration. This implementation may result in
an unnecessarily large HARQ-ACK payload, which may
reduce PUCCH performance. In another implementation, the
number of HARQ-ACK bits may be determined by the DL
and special subframes according to the UL/DL configuration
in the reconfiguration DCI. However, there may be ambiguity
issues if the UE 102 does not detect the PHY reconfiguration
DCI correctly and performs a fallback mode operation.

In one approach, an ACK/NACK bit for the PHY recon-
figuration DCI may be reported together with the HARQ-
ACK bits. However, this may increase the HARQ-ACK pay-
load, may impact the total number of bits reported on a
PUCCH, and may impact the maximum number of cells that
can be configured for a UE 102.

The systems and methods described herein provide for
implicit feedback for the reconfiguration DCI. Compared
with the approach described above, the PUCCH resource
selection described herein may also reduce the total HARQ-
ACK payload. In particular, the HARQ-ACK payload may be
reduced when the reconfiguration DCI is not correctly
received by the UE 102.

As described above, for an eIMTA cell, the reconfiguration
window can be configured with different periodicities (e.g.,
10 ms, 20 ms, 40 ms and 80 ms). For an uplink subframe n
with PUCCH HARQ-ACK report, the detection status of the
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reconfiguration DCI with eIMTA-RNTI may be determined
based on all reconfiguration DCI signals included in the DL
association set of the given uplink subframe according to the
DL HARQ reference configuration.

For each eIMTA cell, if the subframes in the DL associa-
tion set of the given uplink subframe according to the DL
HARQ reference configuration belong to one reconfiguration
period, the status of the reconfiguration DCI with eIMTA-
RNTI may be based on whether a valid UL/DL configuration
in the reconfiguration DCI with eIMTA-RNTTI for the given
reconfiguration period is detected (e.g., received) or not.

For each eIMTA cell, if the subframes in the DL associa-
tion set of the given uplink subframe according to the DL
HARQ reference configuration belong to two reconfiguration
periods, the status of the reconfiguration DCI with eIMTA-
RNTI may be based on whether valid UL/DL configurations
in all the reconfiguration DCI signals with eIMTA-RNTT for
the two reconfiguration periods are detected or not. If a valid
UL/DL configuration is not detected in either of the two
reconfiguration DCI signals, valid UL/DL configuration in
the reconfiguration DCI with eIMTA-RNTI is considered as
not detected.

If there is more than one eIMTA cell configured, the
eIMTA cell may be configured with different periodicities. A
reconfiguration DCI with eIMTA-RNTI may include recon-
figuration signals of multiple eIMTA cells and is signaled on
the PCell CSS only.

If there is more than one eIMTA cell configured, for the
PUCCH reporting in a given uplink subframe, valid UL/DL
configurations in the reconfiguration DCI with eIMTA-RNTI
are considered as detected if valid UL/DL configurations in
the reconfiguration DCI signals for all eIMTA cells are cor-
rectly detected based on the DL association set of the uplink
of each eIMTA cell. Furthermore, valid UL/DL configura-
tions in the reconfiguration DCI with eIMTA-RNTT are con-
sidered as not detected if a valid UL/DL configuration in the
reconfiguration DCI signal of any eIMTA cell is not detected
based on the DL association set of the uplink of the eIMTA
cell.

For an eIMTA cell operating according to the systems and
methods described herein, PDSCH HARQ-ACK reporting
may follow the DL-reference UL/DL configuration of the
serving cell to determine the DL association set, as in Table
(3) (from Table 10.1.3.1-1 of 3GPP TS 36.213). Table (3)
provides a downlink association set index K: {k, ki, . . .

kM—l}'

TABLE (3)
UL/DL
Config- Subframe n
uration 0 1 2 3 4 5 6 7 8 9
0 — — 6 — 4 — — 6 — 4
1 — — 7,6 4 - — — 7,6 4 —
2 — — 87,46 — — — 87, — —
4,6
3 — — 7,611 65 54 — — — — —
4 — — 12,8, 6,5 — — — — — —
7,11 4,7
5 — — 13,12,9, — _ = = = = —
8,7,5,
4,11,6
6 — — 7 7 5 - — 7 7 —

As one way to reportthe PDSCH HARQ-ACK, the number
of subframes included in the PDSCH HARQ-ACK reporting
should be My, g, where M,; . is the number of elements
in the DL association set K defined in Table (3) for the DL
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HARQ reference UL/DL configuration of the eIMTA cell.
This may provide the correct understanding between the eNB
160 and the UE 102. On the other hand, the number of
PDSCH HARQ-ACK bits may become large because all
M, ger subframes in the DL association set should be
included in the report. The number of PDSCH HARQ-ACK
bits may become very large if UL/DL configuration 5 is used
as the DL-reference UL/DL configuration. Furthermore, the
traditional PDSCH HARQ-ACK reporting cannot indicate
whether the UL/DL reconfiguration signaling is correctly
received or not.

If the UE 102 receives the reconfiguration signaling cor-
rectly, the UE 102 knows the DL and special subframes in the
DL association set according to the UL/DL configuration in
the reconfiguration DCI. In one implementation,
Mgz confis-permay be defined as the number of DL and special
subframes according to the UL/DL configuration in the
reconfiguration DCI in the set K defined in Table (3) for the
DL HARQ reference UL/DL configuration of the eIMTA
cell. Thus, the UE 102 may report the HARQ-ACK based on
the DL and special subframes corresponding to the reconfigu-
ration DCI. In other words, the UE 102 may report the
HARQ-ACK based on Mg, 2. ncr instead of using My, z.
for all subframes in the association set.

It should be noted that the number of DL and special
subframes in a DL association may be different from the
current or the previous UL/DL configuration if the DL asso-
ciation set includes subframes with different UL/DL configu-
rations due to reconfiguration. Therefore, the UE 102 may use
the number of DL and special subframes according to the
UL/DL configuration in the reconfiguration DCI in each asso-
ciation set in the PDSCH HARQ-ACK report if the eNB 160
knows that the UE 102 correctly detects the reconfiguration
signaling. Thus, feedback from the UE 102 to the eNB 160
may indicate whether the UE 102 detects the reconfiguration
DCI. It should also be noted that in some implementations,
the UE 102 may not follow Mg,.......4, s It is possible for the
UE 102 to use M, . reven if the UE 102 receives the recon-
figuration DCI correctly.

The UE 102 may determine 604 whether valid UL/DL
configurations in the UL/DL reconfiguration DCI with
eIMTA-RNTI for all of the configured eIMTA cells corre-
sponding to a subframe for the PUCCH resource are received.
The UE 102 may operate according to normal and fallback
modes of operation. If the UE 102 determines 604 that valid
UL/DL configurations in the UL/DL reconfiguration DCI
with eIMTA-RNTI of all configured eIMTA cells corre-
sponding to a subframe for the PUCCH resource are detected
(e.g., received), then the UE 102 may follow 606 a normal
mode of operation.

While in a normal mode of operation, the UE 102 may
minimize the HARQ-ACK bits on a PUCCH or PUSCH
feedback. If one or more valid UL/DL configurations in the
reconfiguration DCI with e IMTA-RNTI on the PCell CSS are
detected, and if the UE 102 is configured with PUCCH format
3, then the UE 102 may determine the number of HARQ-
ACK bits based on the DL and special subframes according to
the UL/DL configuration in the reconfiguration DCI in the
given DL association set. Thus, if the eIMTA cell is a SCell,
if the UE 102 detects any PDSCH transmission targeted to the
UE 102 on the SCell, the HARQ-ACK bits of all cells may be
reported on PUCCH format 3. Also, if the eIMTA cell is a
PCell, if the UE 102 detects more than one PDSCH transmis-
sion, except the SPS if configured, then the HARQ-ACK of
all cells may be reported on PUCCH format 3.

The PUCCH format 3 resource may be configured by
higher layer signaling and may be indicated by the TPC field
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if the PDSCH is scheduled by a PDCCH on a PCell or a
PDCCH/EPDCCH on a SCell. The PUCCH format 3
resource may be configured by higher layer signaling and
indicated by the HARQ-ACK resource offset (e.g., ARO) bits
if the PDSCH is scheduled by an EPDCCH on the PCell. This
may be accomplished as described in connection with FIG. 7.

While in a normal mode of operation (e.g., when valid
UL/DL configurations in the UL/DL reconfiguration DCI
with eIMTA-RNTI of all configured eIMTA cells corre-
sponding to a subframe for the PUCCH resource are
detected), if there is only one PDSCH with a DAI value of 1
in a PDCCH or EPDCCH that is detected on the PCell, a
HARQ-ACK fallback mode may be used. In this case, if the
eIMTA cell is a PCell, and if there is only a SPS subframe
detected, or if there is only one PDSCH detected with a DAI
value of 1 in a PDCCH or EPDCCH on the PCell only, the
HARQ-ACK bits may be reported with a PUCCH format
1a/1b instead of PUCCH format 3.

The DAI may be a field in the downlink resource grant that
is signaled to the UE 102. The DAI may indicate how many
subframes in a previous time window contained transmis-
sions to the UE 102. Using the DAI, the UE 102 may deter-
mine whether it has received all the downlink transport blocks
for which it should transmit HARQ-ACK feedback.

The PUCCH format 1a/1b resource may be determined
(e.g., selected) by the PUCCH resource allocation procedures
defined for eIMTA. For example, the PUCCH resources for
the fixed DL and special subframes in an SIB1 configuration
may be mapped according to Rel-8/9/10/11/12 UEs 102. A
new PUCCH resource region and subframe interleaver may
be applied for the PUCCH resource mapping of the remaining
DL and special subframes specified by UL/DL configuration
in the reconfiguration DCI or the DI, HARQ reference con-
figuration.

Ifthe UE 102 determines 604 that at least one valid UL/DL
configuration in the UL/DL reconfiguration DCI with
eIMTA-RNTT for at least one configured eIMTA cell corre-
sponding to a subframe for the PUCCH resource is not
detected, then the UE 102 may follow 608 a fallback mode of
operation. If a valid UL/DL configuration in the reconfigura-
tion DCI with eIMTA-RNTI on the PCell CSS is not detected,
the UE 102 may perform fallback mode operation by moni-
toring the DL and special subframes specified by the SIB1
configuration only. In this case, some PDSCH transmissions
may be missed by the UE 102. Therefore, the UE 102 may not
be able to report the HARQ-ACK bits correctly since the UE
102 does not know the actual subframe allocation.

If valid UL/DL configuration in the reconfiguration DCI
with eIMTA-RNTI on the PCell CSS is not detected, and if
the UE 102 is configured with PUCCH format 3, the PUCCH
report may use a different PUCCH resource from the normal
mode operation. In one implementation, the PUCCH
resource may be determined (e.g., selected) by an offset
value. As used herein, “an offset value” refers to a fixed or
predefined value (e.g., +1) to point to another PUCCH
resource. The offset value may be a fixed or predefined value
with modular 4 operation to determine the PUCCH resource
index of the four PUCCH resource values configured by
higher layers.

In another implementation, the PUCCH resource may be
determined by a separately configured PUCCH resource. As
used herein, “a separately configured PUCCH resource”
refers to a separate PUCCH resource that can be configured
by higher layer signaling (e.g., RRC signaling).

The PUCCH resource selection implicitly reports whether
valid UL/DL configuration in the reconfiguration DCI is
detected or not by the UE 102. For example, the use of one
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PUCCH resource may indicate that the UE 102 detected valid
UL/DL configurations in the reconfiguration DCI, while the
use of another PUCCH resource may indicate that the UE 102
did not detect one or more valid UL/DL configurations in the
reconfiguration DCI. Detailed PUCCH resource mapping
with an offset or a separately configured PUCCH resource is
described below in connection with FIG. 8.

If the reconfiguration DCI with eIMTA-RNTI on PCell
CSS is not correctly detected, the PUCCH resource used for
HARQ-ACK reporting can be determined by a fixed or pre-
defined offset (e.g., +1) over the normal PUCCH resource, or
can be configured by higher layer signaling.

In one implementation, if the eIMTA cell is an SCell and if
the UE 102 detects any PDSCH transmission targeted to the
UE 102 on an SCell, the HARQ-ACK information of all cells
may be reported on PUCCH format 3. Also, if the eIMTA cell
is a PCell and if the UE 102 detects more than one PDSCH
transmission (excluding the SPS, if configured), the HARQ-
ACK information of all cells may be reported on PUCCH
format 3. The normal PUCCH format 3 resource may be
configured by higher layer signaling and may be indicated by
the TPC field (i.e. an ARI) if the PDSCH is scheduled by a
PDCCH, or the TPC field and ARO bits if the PDSCH is
scheduled by an EPDCCH.

If one or more valid UL/DL configurations in the recon-
figuration DCI with eIMTA-RNTT on the PCell CSS are not
detected, the actual DL and special subframe allocation is
unknown to the UE 102 according to the UL/DL configura-
tion in the reconfiguration DCI. In this case, the UE 102 may
monitor only the DL and special subframes specified by the
SIB1 configuration. Since some subframes are not monitored,
there may be mismatch on the DAI values. During fallback
operation, the UE 102 may perform HARQ-ACK reporting
on PUCCH format 3 if valid UL/DL configuration in the
reconfiguration DCI with eIMTA-RNTI on the PCell CSS is
not detected.

In one approach for HARQ-ACK reporting on PUCCH
format 3 if valid UL/DL configuration in the reconfiguration
DCI with eIMTA-RNTI on the PCell CSS is not detected, the
UE 102 may report HARQ-ACK bits based on the DL or
special subframes defined by the DL. HARQ reference con-
figuration. The HARQ-ACK bits may be ordered based on the
detected DAI values. NACK may be padded for the missing
DAI values and the HARQ-ACK bits for the remaining sub-
frames for all subframes in the DL association set given by the
DL HARQ reference configuration. This approach ensures a
correct interpretation of the DAI bits by the eNB 160. How-
ever, this approach may utilize a higher HARQ-ACK pay-
load, which may require more PUCCH transmission power.

In a second approach for HARQ-ACK reporting on
PUCCH format 3 if valid UL/DL configuration in the recon-
figuration DCI with eIMTA-RNTI on the PCell CSS is not
detected, the UE 102 may report the HARQ-ACK bits based
onsubframe allocation ofthe SIB1 configuration. Thus, in the
DL association set given by the DL HARQ reference con-
figuration, only the fixed DL and special subframes indicated
by SIB1 configuration are reported.

In one implementation, the HARQ-ACK bits are ordered
based on the detected DAI values, NACK is padded for the
remaining bits for all fixed DL or special subframes only. This
implementation provides the minimum HARQ-ACK payload
on a PUCCH reporting. In some cases of mismatch of DAI
values (e.g., some missing DAI values before or between
detected PDSCH transmissions), no NACK may be added.

In another implementation, the DAI values can be ignored,
and the HARQ-ACK bits may be reported for all the fixed DL
and special subframes in the DL association set following the
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subframe ordering in timing, or the subframe ordering
according to the DL association set. A NACK bit may be
added if there is no PDSCH detected in a fixed DL or special
subframe in the DL association set.

In some scenarios, the HARQ-ACK bits may be reported
with PUCCH format 1a/1b instead of PUCCH format 3. If a
valid UL/DL configuration in the reconfiguration DCI with
eIMTA-RNTI on the PCell CSS is not detected, the HARQ-
ACK fallback mode may also be used if there is only one
PDSCH with a DAI value of 1 that is detected on the PCell.
Therefore, if the eIMTA cell is a PCell, if there is only a SPS
subframe detected, or if there is only one PDSCH detected
with a DAl value of 1 on the PCell only, the HARQ-ACK bits
may be reported with PUCCH format la/lb instead of
PUCCH format 3.

Three alternatives may be considered for the PUCCH for-
mat la/lb resource. With a first alternative, a different
PUCCH 1a/1b resource from the normal operation PUCCH
resource may be used to carrier the HARQ-ACK. If a valid
UL/DL configuration in the reconfiguration DCI with
eIMTA-RNTI on the PCell CSS is not detected, the PUCCH
format 1a/lb resource may be determined by the normal
PUCCH 1a/1b resource allocation procedures defined for
eIMTA and an offset value. The offset value can be a fixed or
predefined value (e.g., +1) pointing to another PUCCH
resource. In a second alternative, if a valid UL/DL configu-
ration in the reconfiguration DCI with eIMTA-RNTI on the
PCell CSS is not detected, the PUCCH format 1a/1b resource
may be configured by higher layer signaling (e.g., RRC sig-
naling). In a third alternative, none of a fixed or predefined
value and a separate PUCCH resource is used. Instead, an
implicit PUCCH format 1a/1b resource is used. In this third
alternative, the UE 102 may follow the number of CCE:s.

In yet another implementation, and without loss of gener-
ality, HARQ-ACK reporting of an eIMTA cell may also be
performed by switching the normal mode operation and fall-
back mode operation described herein. In this implementa-
tion, if a valid UL/DL configuration in the reconfiguration
DCI with eIMTA-RNTT on the PCell CSS is not detected
(e.g., fallback mode), the PUCCH format 3 resource may be
determined by the TPC field (e.g., ARI) in the case of PDCCH
scheduling, or the TPC field and ARO in the case of EPDCCH
scheduling. If valid UL/DL configurations in the reconfigu-
ration DCI with eIMTA-RNTI on the PCell CSS are correctly
detected (e.g., normal mode), the PUCCH format 3 resource
may be determined with an offset value. The offset can be a
fixed or predefined number, or the offset may be RRC con-
figured.

The benefits of the described systems and methods for
HARQ-ACK reporting of an eIMTA cell include minimizing
the HARQ-ACK payload on PUCCH. PUCCH resource
selection may be utilized to feedback whether valid UL/DL
configuration in the reconfiguration DCI with eIMTA-RNTI
is detected or not. The described systems and methods pro-
vide backward compatible operations and utilize shared
resources with legacy UEs 102.

FIG. 7 is a flow diagram illustrating one implementation of
a method 700 for feedback reporting by a UE 102 while in a
normal mode of operation. The UE 102 may decode 702 a
UL/DL reconfiguration DCI with an eIMTA-RNTI on a
PDCCH/EPDCCH. The UL/DL reconfiguration DCI with an
eIMTA-RNTI may be received from an eNB 160. Explicit
reconfiguration signaling (e.g., the reconfiguration DCI) may
be used to indicate the actual TDD UL/DL configuration. The
eIMTA-RNTI may be UE-specifically configured via RRC.
Different UEs 102 may be configured with different eIMTA-
RNTIs.
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The UE 102 may determine 704 that valid UL/DL configu-
rations in the UL/DL reconfiguration DCI with eIMTA-RNTI
for all of the configured eIMTA cells corresponding to a
subframe for the PUCCH resource are received. The status of
the reconfiguration DCI with eIMTA-RNTI may be based on
whether a valid UL/DL configuration in the reconfiguration
DCI with eIMTA-RNTT for a given reconfiguration period is
detected (e.g., received) or not. If the UE 102 determines 704
that valid UL/DL configurations in the UL/DL reconfigura-
tion DCI with eIMTA-RNTI of all configured eIMTA cells
corresponding to a subframe for the PUCCH resource are
detected (e.g., received), then the UE 102 may follow a nor-
mal mode of operation.

The UE 102 may determine 706 the PUCCH resource
based on at least one of a TPC field (e.g., ARI) and an ARO.
While in a normal mode of operation, the UE 102 may mini-
mize the HARQ-ACK bits on a PUCCH or PUSCH feedback.

If one or more valid UL/DL configurations in the recon-
figuration DCI with eIMTA-RNTI on the PCell CSS are
detected, and if the UE 102 is configured with PUCCH format
3, then the UE 102 may determine the number of HARQ-
ACK bits based on the DL and special subframes according to
the UL/DL configuration in the reconfiguration DCI in the
given DL association set. Thus, if the eIMTA cell is an SCell,
and if the UE 102 detects any PDSCH transmission targeted
to the UE 102 on the SCell, the HARQ-ACK bits of all cells
may be reported on PUCCH format 3. Also, if the eIMTA cell
is a PCell, and if the UE detects more than one PDSCH
transmission, except the SPS if configured, HARQ-ACK of
all cells may be reported on PUCCH format 3.

The PUCCH format 3 resource may be configured by
higher layer signaling and may be indicated by the TPC field
if the PDSCH is scheduled by a PDCCH on a PCell or an
PDCCH/EPDCCH on a SCell. The PUCCH format 3
resource may be configured by higher layer signaling and
indicated by the HARQ-ACK resource offset (e.g., ARO) bits
if the PDSCH is scheduled by an EPDCCH on the PCell.

For a PDSCH transmission on an SCell indicated by the
detection of a corresponding PDCCH, and for M>1 and a
PDSCH transmission only on the PCell indicated by the
detection of a corresponding PDCCH in subframe n-k,,
where k, €K, with the DAI value in the PDCCH greater than
1 or a PDCCH indicating downlink SPS release in subframe
n-k,, wherek,eK, with the DAI value in the PDCCH greater
than 1, the UE 102 may use PUCCH format 3, PUCCH
esOUrce Nppeep -’ and the TPC field in a PDCCH assign-
ment with a DAI value greater than 1 to determine the
PUCCH resource value from one of the four PUCCH
resource values configured by higher layers, with the map-
ping defined in Table (4). The value of npp ey "? is deter-
mined according to higher layer configuration and Table (4)
(from 3GPP TS 36.213, v. 11.4, table 10.1.2.2.2-1).

TABLE (4)
Value of ‘TPC command
for PUCCH’ or ‘HARQ- X
ACK resource offset’  npgccg™?

‘00° The 1st PUCCH resource value configured by
the higher layers

‘01° The 2"¢ PUCCH resource value configured by
the higher layers

‘10° The 3¢ PUCCH resource value configured by

the higher layers
The 47 PUCCH resource value configured by
the higher layers
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A UE 102 may assume that the same HARQ-ACK PUCCH
resource value is transmitted on all PDCCH assignments used
to determine the PUCCH resource values within the
subframe(s) n-k, where keK.

For a PDSCH transmission on an SCell indicated by the
detection of a corresponding EPDCCH, for M>1 and a
PDSCH transmission only on the PCell indicated by the
detection of a corresponding EPDCCH in subframe n-k,,,
where k, eK with the DAI value in the EPDCCH greater than
1 or an EPDCCH indicating downlink SPS release in sub-
frame n-k,,, where k ,,eK with the DAI value in the EPDCCH
greater than 1, the UE 102 may use PUCCH format 3,
PUCCH resource 0 pp g% (where the value of Ly 7
is determined according to higher layer configuration and
Table (4)) and the HARQ-ACK resource offset field in the
DCI format of the corresponding EPDCCH assignment with
DALI value greater than 1 to determine the PUCCH resource
value from one of the four PUCCH resource values config-
ured by higher layers, with the mapping defined in Table (4).
A UE 102 may assume that the same HARQ-ACK PUCCH
resource value is transmitted on all EPDCCH assignments
used to determine the PUCCH resource values within the
subframe(s) n-k, where keK.

If the UL/DL configurations of all serving cells are the
same, for a PDSCH transmission on the SCell indicated by
the detection of a corresponding PDCCH/EPDCCH within
subframe(s) n-k, where keK, the UE 102 may use PUCCH
format 3, PUCCH resource N ccz"%? (where the value of
nPUCCH( #) s determined according to higher layer configu-
ration and Table (4)) and the TPC field in the corresponding
PDCCH/EPDCCH to determine the PUCCH resource value
from one of the four resource values configured by higher
layers, with the mapping defined in Table (4).

For TDD UL/DL configurations 1-6, if a PDCCH corre-
sponding to a PDSCH on the PCell within subframe(s) n-k,
where keK, or a PDCCH indicating downlink SPS release
within subframe(s) n-k, where keK, is detected, the TPC field
in the PDCCH with the DAI value greater than 1 may be used
to determine the PUCCH resource value from one of the four
resource values configured by higher layers, with the map-
ping defined in Table (4). A UE 102 may assume that the same
HARQ-ACK PUCCH resource value is transmitted on all
PDCCH assignments in the PCell and in each SCell that are
used to determine the PUCCH resource value within the
subframe(s) n-k, where keK.

For TDD UL/DL configurations 1-6, if an EPDCCH cor-
responding to a PDSCH on the primary cell within
subframe(s) n-k, where keK, or an EPDCCH indicating
downlink SPS release within subframe(s) n-k, where keK, is
detected, the HARQ-ACK resource offset field in the DCI
format of the corresponding EPDCCH assignment with the
DALI value greater than 1 shall be used to determine the
PUCCH resource value from one of the four resource values
configured by higher layers, with the mapping defined in
Table (4). A UE 102 may assume that the same HARQ-ACK
PUCCH resource value is transmitted on all EPDCCH assign-
ments in the PCell and in each SCell that are used to deter-
mine the PUCCH resource value within the subframe(s) n-k,
where keK.

Ifthe UL/DL configurations of at least two serving cells are
different, for a PDSCH transmission on the SCell indicated
by the detection of a corresponding PDCCH/EPDCCH
within subframe(s) n-k, where keK, the UE 102 may use
PUCCH format 3, PUCCH resource np,,ccz"*’ (where the
value of npp ey is determined according to higher layer
configuration and Table (4)) and the TPC field in the corre-
sponding PDCCH/EPDCCH to determine the PUCCH
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resource value from one of the four resource values config-
ured by higher layers, with the mapping defined in Table (4).

For a UL/DL configuration of the PCell belonging to {1,2,
3,4,5,6},ifa PDCCH corresponding to a PDSCH on the PCell
within subframe(s) n-k, where keK, or a PDCCH indicating
downlink SPS release within subframe(s) n-k, where keK, is
detected, the TPC field in the PDCCH with the DAI value
greater than 1 may be used to determine the PUCCH resource
value from one of the four resource values configured by
higher layers, with the mapping defined in Table (4). A UE
102 may assume that the same HARQ-ACK PUCCH
resource value is transmitted on all PDCCH assignments in
the PCell and in each SCell that are used to determine the
PUCCH resource value within the subframe(s) n-k, where
keK.

Further, if the UL/DL configurations of at least two serving
cells are different, for a UL/DL configuration of the PCell
belonging to {1,2,3,4,5,6}, if an EPDCCH corresponding to a
PDSCH on the primary cell within subframe(s) n-k, where
keK, or an EPDCCH indicating downlink SPS release within
subframe(s) n-k, where keK, is detected, the HARQ-ACK
resource offset field in the DCI format of the corresponding
EPDCCH assignment with the DAI value greater than 1 may
be used to determine the PUCCH resource value from one of
the four resource values configured by higher layers, with the
mapping defined in Table (4). A UE 102 may assume that the
same HARQ-ACK PUCCH resource value is transmitted on
all EPDCCH assignments in the PCell and in each SCell that
are used to determine the PUCCH resource value within the
subframe(s) n-k, where keK.

In the case where there is only one PDSCH with a DAI
value of 1 in a PDCCH or EPDCCH that is detected on the
PCell,a HARQ-ACK fallback mode may be used. Thus, if the
eIMTA cell is a PCell, if there is only a SPS subframe
detected, or if there is only one PDSCH detected with a DAI
value of 1 in a PDCCH or EPDCCH on the PCell only, the
HARQ-ACK bits may be reported with a PUCCH format
1la/1b instead of PUCCH format 3.

For a single PDSCH transmission only on the PCell indi-
cated by the detection of a corresponding PDCCH in sub-
frame n-k,,, where k, €K, and for a TDD UL/DL configura-
tion of the primary cell belonging to {1,2,3,4,5,6} the DAI
value in the PDCCH is equal to 1, or for a PDCCH indicating
downlink SPS release in subframe n-k,,, where k,,eK, and for
a TDD UL/DL configuration of the PCell belonging to {1,2,
3,4,5,6} the DAI value in the PDCCH is equal to 1, the UE
102 may use PUCCH format 1a/1b and PUCCH resource

Nppcer' D Withnpyeey'? (M=m=1)N_+m- Nc+1+nCCE mt
Nppees for antenna port py. In this case, Nppcen' is
configured by higher layers, ¢ is selected from {0, 1, 2, 3}

such that N_snc¢z =N,

Ne =max{0, L[NRE - (NXE - c - 4)]/36]),

and necr ,, is the number of the first CCE used for transmis-
sion of the corresponding PDCCH in subframe n-k,,, where
k,,eK. When a two antenna port transmission is configured for
PUCCH format 1a/1b, the PUCCH resource for antenna port
p, is given by nPUCCH( R i T

For a single PDSCH transmission only on the PCell indi-
cated by the detection of a corresponding EPDCCH in sub-
frame n-k,,, where k, €K, and for a TDD UL/DL configura-
tion of the primary cell belonging to {1,2,3,4,5,6} the DAI
value in the EPDCCH is equal to 1, or for a PDCCH indicat-
ing downlink SPS release in subframe n-k,,, where k,eK,
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and for aTDD UL/DL configuration of the PCell belonging to
{1,2,3,4,5,6} the DAI value in the EPDCCH is equal to 1, the
UE 102 may use PUCCH format 1a/1b and PUCCH resource
Npec P, given by the following.
If EPDCCH-PRB-set q is configured for distributed trans-
mission, then

1
(L,p) _ (el)
npiicey = NECCEg + ) NECCE qn—t;y +Baro + Npycci q-

i1=0

If EPDCCH-PRB-set q is configured for localized transmis-
sion, then

m—1

’ (el)
+ Z NEccEgn—t; +7 +8aro + Npyccr,g-
=0

p _ | ECCEq . NECCE,q
PUCCH = | “ECCEq RB
Ngg

In this case, ngccp, is the number of the first enhanced
control channel element (ECCE) (i.e. the lowest ECCE index
used to construct the EPDCCH) used for transmission of the
corresponding DCI assignment in EPDCCH-PRB-set q in
subframe n-k,,, Npyees, q(el) for EPDCCH-PRB-set q is
configured by the higher layer parameter PUCCH-Resource-
StartOffset-r11, and n' is determined from the antenna port
used for EPDCCH transmission in subframe n-k,,.

Ifm=0, A, is determined from the HARQ-ACK resource
offset field in the DCI format of the corresponding EPDCCH,
as given in Table (5) (from 3GPP TS 36.213, v. 11.4, table
10.1.2.1-1).

TABLE (5)

ACK/NACK Resource offset field in

DCI format 1A/1B/1D/1/2A/2/2B/2C/2D Aszo
0 0
1 -1
2 -2
3 2

Itm>0, A,z is determined from the HARQ-ACK resource
offset field in the DCI format of the corresponding EPDCCH,
as given in Table (6) (from 3GPP TS 36.213, v. 11.4, table
10.1.3.1-2).

TABLE (6)

ACK/NACK Resource offset field in

DCI format 1A/1B/1D/1/2A/2/2B/2C/2D Adro

0 0

1 m-1
—Z NeccEgn-t; =2

i=o
2 m-1
- Z Neccggnt;; — 1
it=mTm/3]
3 2

If the UE 102 is configured to monitor EPDCCH in sub-
frame n-k,;, Ngccg 4 1, 18 €qual to the number of ECCEs in
EPDCCH-PRB-set q configured for that UE 102 in subframe
n-k;,. If the UE 102 is not configured to monitor EPDCCH in
subframe n-k;;, Ngcep,g,-r, 18 €qual to the number of
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ECCEs computed assuming EPDCCH-PRB-set q is config-
ured for that UE 102 in subframe n-k,, .

For normal downlink cyclic prefix (CP), if subframe n-k;,
is a special subframe with special subframe configuration 0 or
5, Necer gper, 18 €qual to 0. For extended downlink CP, if
subframe n-k;, is a special subframe with special subframe
configuration 0 or 4 or 7, Nzccp g 01, 18 €qual to 0. When a
two antenna port transmission is configured for PUCCH for-
mat la/1b, the PUCCH resource for antenna port p, is given
bY Nppecs’ PV Nppcen' T+

For a single PDSCH transmission only on the PCell where
there is not a corresponding PDCCH/EPDCCH detected
within subframe(s) n-k, where keK, and no PDCCH/EPD-
CCH indicating downlink SPS release within subframe(s)
n-k, where keK, the UE 102 may use PUCCH format 1a/1b
and PUCCH resource Nppccgn"?’ with the value of
Npp e P determined according to higher layer configura-
tion. For a UE 102 configured for a two antenna port trans-
mission for PUCCH format 1a/1b, a PUCCH resource value
in Table (7) (from 3GPP TS 36.213, v. 11 4, table 9.2-2) maps
to two PUCCH resources with the first PUCCH resource
Nppec F® for antenna port p, and the second PUCCH
eSOUrce Ny ey Y for antenna port p,, otherwise, the
PUCCH resource value maps to a single PUCCH resource
Nppecs?Y for antenna port p,,.

TABLE (7)
Value of ‘TPC
command for
PUCCH’ ppeca P
‘00” The first PUCCH resource value configured by the
higher layers
‘01° The second PUCCH resource value configured by the
higher layers
‘10° The third PUCCH resource value configured by the

higher layers
The fourth PUCCH resource value configured by the
higher layers

1’

For M>1 and a PDSCH transmission only on the PCell
where there is not a corresponding PDCCH detected within
subframe(s) n-k, where keK and an additional PDSCH trans-
mission only on the PCell indicated by the detection of a
corresponding PDCCH in subframe n-k ,,, where k, €K with
the DAI value in the PDCCH equal to 1 or a PDCCH indicat-
ing downlink SPS release in subframe n-k,,, where k,eK
with the DAI value in the PDCCH equal to 1, the UE 102 may
transmit b(0),b(1) in subframe n using PUCCH format 1b on
PUCCH resource np, .oz selected from A PUCCH
resources nPUCCH’Z.(l) where O=i<A-1, according to Table (8)
(from 3GPP TS 36.213, v. 11.4, table 10.1.3.2-1) and Table
(9) (from 3GPP TS 36.213, v. 11.4, table 10.1.3.2-2) for A=2
and A=3, respectively. For a UE 102 configured with a trans-
mission mode that supports up to two transport blocks on the
primary cell, A=3; otherwise, A=2.

TABLE (8)
HARQ-ACK(0), HARQ-ACK(1) ppece b(0)b(1)
ACK, ACK Nppeca, 1P 1,0
ACK, NACK/DTX Npyec, o 1,1
NACK/DTX, ACK Npyeca, 1 0,1
NACK, NACK/DTX Nppeca, o 0,0

DTX, NACK/DTX No Transmission
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TABLE (9)

HARQ-ACK(0), HARQ-ACK(1),

HARQ-ACK(2) HPUCCH(I) b(0)b(1)
ACK, ACK, ACK Npyec, 2 1,1
ACK, ACK, NACK/DTX Npycca, 1 1,0
ACK, NACK/DTX, ACK Npyece, 2 1,0
ACK, NACK/DTX, NACK/DTX Npyec, o 1,1
NACK/DTX, ACK, ACK Npyccs, 2 0,1
NACK/DTX, ACK, NACK/DTX Npycca, 1 0,1
NACK/DTX, NACK/DTX, ACK Npyec, 2 0,0
NACK, NACK/DTX, NACK/DTX  nppeca, o 0,0

DTX, NACK/DTX, NACK/DTX No Transmission

The PUCCH resource nPUCCH’O(l) is determined according
to higher layer configuration and Table (7). The PUCCH
resource nPUCCH’l(l) is determined as nPUCCH’l(l):(M—
m-1)NA+mN_, e +Nppeez'Ds where Nppees ™ is
configured by higher layers, c is selected from {0, 1, 2, 3}
such that N =n ¢z, <N_,;,

Ne =max{0, L[NRE - (NEB - c - 4)]/36]),

and N ,, is the number of the first CCE used for transmis-
sion of the corresponding PDCCH in subframe n-k,,, where
k,eK.

For a UE 102 configured with a transmission mode that
supports up to two transport blocks on the PCell, the
PUCCH  resource nPUCCH’z(l) is  determined as
Nppecm 2 pyecm, P+l HARQ-ACK(0) is the ACK/
NACK/DTX response for the PDSCH without a correspond-
ing PDCCH detected. HARQ-ACK(1) is the ACK/NACK/
DTX response for the first transport block of the PDSCH
indicated by the detection of a corresponding PDCCH for
which the value of the DAI field in the corresponding DCI
format is equal to 1 or for the PDCCH indicating downlink
SPS release for which the value of the DAI field in the corre-
sponding DCI format is equal to 1. HARQ-ACK(2) is the
ACK/NACK/DTX response for the second transport block of
the PDSCH indicated by the detection of a corresponding
PDCCH for which the value of the DAI field in the corre-
sponding DCI format is equal to 1.

For M>1 and a PDSCH transmission only on the PCell
where there is not a corresponding EPDCCH detected within
subframe(s) n-k, where keK, and an additional PDSCH
transmission only on the PCell indicated by the detection of a
corresponding EPDCCH in subframe n-k,,, where k, €K,
with the DAI value in the EPDCCH equal to 1 or an EPDCCH
indicating downlink SPS release in subframe n-k,,, where
k,,eK with the DAI value in the EPDCCH equal to 1, the UE
102 may transmit b(0),b(1) in subframe n using PUCCH
format 1b on PUCCH resource np, " selected from A
PUCCH resources nPUCCH’Z.(l) where O<i=A-1, according to
Table (8) and Table (9) for A=2 and A=3, respectively. For a
UE 102 configured with a transmission mode that supports up
to two transport blocks on the primary cell, A=3; otherwise,
A=2.

The PUCCH resource nPUCCH’O(l) is determined according
to higher layer configuration and Table (7). The PUCCH
resource nPUCCH’l(l) is determined according to the follow-
ing. If EPDCCH-PRB-set q is configured for distributed
transmission, then
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m=1

(1) (el)
Mpiccn,) = MECCEq + Z NecCEgnky +8aro + Npucen g-
i=0

If EPDCCH-PRB-set q is configured for localized transmis-
sion, then

(1) —
RpyccH,l =

me1
’ (el)
+ E NEccEgn-k;; +7 +8aro + Npyccrg-
=0

MECCEg | NECCEq
NECCEG RB
RB

In this case, ngec,, 1s the number of the first ECCE (i.e.,
lowest ECCE index used to construct the EPDCCH) used for
transmission of the corresponding DCI assignment in EPD-
CCH-PRB-set q in subframe n-k,,, Npyccg, " for EPD-
CCH-PRB-set q is configured by the higher layer parameter
PUCCH-ResourceStartOffset-r11, n' is determined from the
antenna port used for EPDCCH transmission in subframe
n-k,,.

Ifm=0, A, is determined from the HARQ-ACK resource
offset field in the DCI format of the corresponding EPDCCH
as given in Table (5). If m>0, A, is determined from the
HARQ-ACK resource offset field in the DCI format of the
corresponding EPDCCH as given in Table (6). If the UE 102
is configured to monitor EPDCCH in subframe n-k;,
Neccr, g, 15 €qual to the number of ECCEs in EPDCCH-
PRB-set q configured for that UE 102 in subframe n-k;,. If
the UE 102 is not configured to monitor EPDCCH in sub-
frame n-k;;, Ngccg g0z, 1 €qual to the number of ECCEs
computed assuming EPDCCH-PRB-set q is configured for
that UE 102 in subframe n-k,, .

For normal downlink CP, if subframe n-k;, is a special
subframe with special subframe configuration 0 or 5,
Neccrgu-ti, 18 €qual to 0. For extended downlink CP, if sub-
frame n-k;, is a special subframe with special subframe con-
figuration O or 4 or 7, Nzcp s, 18 €qual to 0.

For a UE 102 configured with a transmission mode that
supports up to two) transport blocks on the primary cell, the
PUCCH resource nPUCCH’z(l) is  determined as
Dppecm 2 Mpecm, P+l HARQ-ACK(0) is the ACK/
NACK/DTX response for the PDSCH without a correspond-
ing EPDCCH detected. HARQ-ACK(1) is the ACK/NACK/
DTX response for the first transport block of the PDSCH
indicated by the detection of a corresponding EPDCCH for
which the value of the DAI field in the corresponding DCI
format is equal to 1 or for the EPDCCH indicating downlink
SPS release for which the value of the DAI field in the corre-
sponding DCI format is equal to 1. HARQ-ACK(2) is the
ACK/NACK/DTX response for the second transport block of
the PDSCH indicated by the detection of a corresponding
EPDCCH for which the value of the DAI field in the corre-
sponding DCI format is equal to 1.

FIG. 8 is a flow diagram illustrating one implementation of
a method 800 for feedback reporting by a UE 102 while in a
fallback mode of operation. The UE 102 may decode 802 a
UL/DL reconfiguration DCI with an eIMTA-RNTI on a
PDCCH/EPDCCH. The UL/DL reconfiguration DCI with an
eIMTA-RNTI may be received from an eNB 160. Explicit
reconfiguration signaling (e.g., the reconfiguration DCI) may
be used to indicate the actual TDD UL/DL configuration. The
eIMTA-RNTI may be UE-specifically configured via RRC.
Different UEs 102 may be configured with different eIMTA-
RNTIs.
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The UE 102 may determine 804 that at least one valid
UL/DL configuration in the UL/DL reconfiguration DCI with
eIMTA-RNTT for at least one configured eIMTA cell corre-
sponding to a subframe for the PUCCH resource is not
received. The UE 102 may follow a fallback mode of opera-
tion.

The UE 102 may operate in a fallback mode if a valid
UL/DL configuration in the reconfiguration DCI with
eIMTA-RNTT is not detected. If a valid UL/DL configuration
in the reconfiguration DCI with eIMTA-RNTI on the PCell
CSS is not detected, the UE 102 may perform fallback mode
operation by monitoring the DL and special subframes speci-
fied by the SIB1 configuration only. In this case, some
PDSCH transmissions may be missed by the UE 102. There-
fore, the UE 102 may not be able to report the HARQ-ACK
bits correctly since the UE 102 does not know the actual
subframe allocation.

The UE 102 may determine 806 the PUCCH resource
based on at least one of a predefined offset or a separate
PUCCH resource. If valid UL/DL configuration in the recon-
figuration DCI with eIMTA-RNTI on the PCell CSS is not
detected, and if the UE 102 is configured with PUCCH format
3, the PUCCH report may use a difterent PUCCH resource
from the normal mode operation. In one implementation, the
PUCCH resource may be determined (e.g., selected) by an
offset value. The offset value may be a fixed or predefined
value with modular 4 operation to determine the PUCCH
resource index of the four PUCCH resource values config-
ured by higher layers. In another implementation, the
PUCCH resource may be determined by a separately config-
ured PUCCH resource.

For a PDSCH transmission on an SCell indicated by the
detection of a corresponding PDCCH, and for M>1 and a
PDSCH transmission only on the PCell indicated by the
detection of a corresponding PDCCH in subframe n-k,,
where k€K, with the DAI value in the PDCCH greater than
1 or a PDCCH indicating downlink SPS release in subframe
n-k,,, wherek, eK, with the DAI value in the PDCCH greater
than 1, the UE 102 may use PUCCH format 3, PUCCH
esoUrce Ny and the TPC field in a PDCCH assign-
ment with DAI value greater than 1 may be used to determine
the PUCCH resource value from one of the four PUCCH
resource values configured by higher layers, with the map-
ping defined in Table (4).

If atleast one serving cell is configured with eIMTA, and if
one or more valid UL/DL configuration(s) in the UL/DL
reconfiguration DCI with eIMTA-RNTI for at least one of the
configured eIMTA cell(s) corresponding to a subframe for the
PUCCH resource is not detected, an offset value, or a sepa-
rately configured PUCCH resource may also be used to deter-
mine the PUCCH resource value from one of the four
PUCCH resource values configured by higher layers. A UE
102 may assume that the same HARQ-ACK PUCCH
resource value is transmitted on all PDCCH assignments used
to determine the PUCCH resource values within the
subframe(s) n-k, where keK.

For a PDSCH transmission on an SCell indicated by the
detection of a corresponding EPDCCH, for M>1 and a
PDSCH transmission only on the PCell indicated by the
detection of a corresponding EPDCCH in subframe n-k,,,
where k, eK with the DAI value in the EPDCCH greater than
1 or an EPDCCH indicating downlink SPS release in sub-
frame n-k,,, where k , €K with the DAI value in the EPDCCH
greater than 1, the UE 102 may use PUCCH format 3,
PUCCH resource 0 pp g% (where the value of Ly 7
is determined according to higher layer configuration and
Table (4)) and the HARQ-ACK resource offset field in the
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DCI format of the corresponding EPDCCH assignment with
a DAI value greater than 1 to determine the PUCCH resource
value from one of the four PUCCH resource values config-
ured by higher layers, with the mapping defined in Table (4).
If at least one serving cell is configured with eIMTA, and one
or more valid UL/DL configuration(s) in the UL/DL recon-
figuration DCI with eIMTA-RNTI for at least one of the
configured eIMTA cell(s) corresponding to a subframe for the
PUCCH resource is not detected, an offset value, or a sepa-
rately configured PUCCH resource may also be used to deter-
mine the PUCCH resource value. A UE 102 may assume that
the same HARQ-ACK PUCCH resource value is transmitted
on all EPDCCH assignments used to determine the PUCCH
resource values within the subframe(s) n-k, where keK.

If the UL/DL configurations of all serving cells are the
same, for a PDSCH transmission on the SCell indicated by
the detection of a corresponding PDCCH/EPDCCH within
subframe(s) n-k, where keK, the UE 102 may use PUCCH
format 3, PUCCH resource N, "7 (where the value of
Nppec ) is determined according to higher layer configu-
ration and Table (4)) and the TPC field in the corresponding
PDCCH/EPDCCH to determine the PUCCH resource value
from one of the four resource values configured by higher
layers, with the mapping defined in Table (4). If at least one
serving cell is configured with eIMTA, and one or more valid
UL/DL configuration(s) in the UL/DL reconfiguration DCI
with eIMTA-RNTT for at least one of the configured eIMTA
cell(s) corresponding to a subframe for the PUCCH resource
is not detected, then an offset value, or a separate configured
PUCCH resource may also be used to determine the PUCCH
resource value.

For TDD UL/DL configurations 1-6, if a PDCCH corre-
sponding to a PDSCH on the PCell within subframe(s) n-k,
where keK, or a PDCCH indicating downlink SPS release
within subframe(s) n-k, where keK, is detected, the TPC field
in the PDCCH with the DAI value greater than 1, and if at
least one serving cell is configured with eIMTA, and one or
more valid UL/DL configuration(s) in the UL/DL reconfigu-
ration DCI with eIMTA-RNTI for at least one of the config-
ured eIMTA cell(s) corresponding to a subframe for the
PUCCH resource is not detected, then an offset value, or a
separately configured PUCCH resource may be used to deter-
mine the PUCCH resource value from one of the four
resource values configured by higher layers, with the map-
ping defined in Table (4). The UE 102 may assume that the
same HARQ-ACK PUCCH resource value is transmitted on
all PDCCH assignments in the PCell and in each SCell that
are used to determine the PUCCH resource value within the
subframe(s) n-k, where keK.

For TDD UL/DL configurations 1-6, if an EPDCCH cor-
responding to a PDSCH on the primary cell within
subframe(s) n-k, where keK, or an EPDCCH indicating
downlink SPS release within subframe(s) n-k, where keK, is
detected, the HARQ-ACK resource offset field in the DCI
format of the corresponding EPDCCH assignment with the
DAI value greater than 1, and if at least one serving cell is
configured with eIMTA, and one or more valid UL/DL con-
figuration(s) in the UL/DL reconfiguration DCI with eIMTA-
RNTT for at least one of the configured eIMTA cell(s) corre-
sponding to a subframe for the PUCCH resource is not
detected, then an offset value, or a separately configured
PUCCH resource shall be used to determine the PUCCH
resource value from one of the four resource values config-
ured by higher layers, with the mapping defined in Table (4).
The UE 102 may assume that the same HARQ-ACK PUCCH
resource value is transmitted on all EPDCCH assignments in
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the PCell and in each SCell that are used to determine the
PUCCH resource value within the subframe(s) n-k, where
keK.

Ifthe UL/DL configurations of at least two serving cells are
different, for a PDSCH transmission on the SCell indicated
by the detection of a corresponding PDCCH/EPDCCH
within subframe(s) n-k, where keK, the UE 102 may use
PUCCH format 3, PUCCH resource np,,ccz"*’ (where the
value of npp i is determined according to higher layer
configuration and Table (4)) and the TPC field in the corre-
sponding PDCCH/EPDCCH to determine the PUCCH
resource value from one of the four resource values config-
ured by higher layers, with the mapping defined in Table (4).
If at least one serving cell is configured with eIMTA, and one
or more valid UL/DL configuration(s) in the UL/DL recon-
figuration DCI with eIMTA-RNTI for at least one of the
configured eIMTA cell(s) corresponding to a subframe for the
PUCCH resource is not detected, then an offset value, or a
separately configured PUCCH resource may also be used to
determine the PUCCH resource value.

For a UL/DL configuration of the PCell belonging to {1,2,
3,4,5,6},ifaPDCCH corresponding to a PDSCH on the PCell
within subframe(s) n-k, where keK, or a PDCCH indicating
downlink SPS release within subframe(s) n-k, where keK, is
detected, the TPC field in the PDCCH with the DAI value
greater than 1 may be used to determine the PUCCH resource
value from one of the four resource values configured by
higher layers, with the mapping defined in Table (4). If at least
one serving cell is configured with eIMTA, and one or more
valid UL/DL configuration(s) in the UL/DL reconfiguration
DCI with eIMTA-RNTI for at least one of the configured
eIMTA cell(s) corresponding to a subframe for the PUCCH
resource is not detected, then an offset value, or a separately
configured PUCCH resource may also be used to determine
the PUCCH resource value. The UE 102 may assume that the
same HARQ-ACK PUCCH resource value is transmitted on
all PDCCH assignments in the PCell and in each SCell that
are used to determine the PUCCH resource value within the
subframe(s) n-k, where keK.

Further, if the UL/DL configurations of at least two serving
cells are different, for a UL/DL configuration of the PCell
belonging to {1,2,3,4,5,6}, if an EPDCCH corresponding to a
PDSCH on the primary cell within subframe(s) n-k, where
keK, or an EPDCCH indicating downlink SPS release within
subframe(s) n-k, where keK, is detected, the HARQ-ACK
resource offset field in the DCI format of the corresponding
EPDCCH assignment with the DAI value greater than 1 may
be used to determine the PUCCH resource value from one of
the four resource values configured by higher layers, with the
mapping defined in Table (4). If at least one serving cell is
configured with eIMTA, and valid UL/DL configuration(s) in
the UL/DL reconfiguration DCI with eIMTA-RNTI for at
least one of the configured eIMTA cell(s) corresponding to a
subframe for the PUCCH resource is not detected, then an
offset value, or a separately configured PUCCH resource may
also be used to determine the PUCCH resource value. A UE
102 may assume that the same HARQ-ACK PUCCH
resource value is transmitted on all EPDCCH assignments in
the PCell and in each SCell that are used to determine the
PUCCH resource value within the subframe(s) n-k, where
keK.

If valid UL/DL configuration in the reconfiguration DCI
with eIMTA-RNTI on PCell CSS is not detected, HARQ-
ACK fallback mode may also be used if there is only one
PDSCH with a DAI value of 1 is detected on the PCell. Thus,
if the eIMTA cell is a PCell, if there is only a SPS subframe
detected, or if there is only one PDSCH detected with a DAI
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value of 1 on the PCell only, the HARQ-ACK bits may be
reported with PUCCH format 1a/1b instead of PUCCH for-
mat 3.

For a single PDSCH transmission only on the PCell indi-
cated by the detection of a corresponding PDCCH in sub-
frame n-k,,, where k, €K, and for a TDD UL/DL configura-
tion of the primary cell belonging to {1,2,3,4,5,6} the DAI
value in the PDCCH is equal to 1, or for a PDCCH indicating
downlink SPS release in subframe n-k,,, where k,,eK, and for
a TDD UL/DL configuration of the PCell belonging to {1,2,
3,4,5,6} the DAI value in the PDCCH is equal to 1, the UE
102 may use PUCCH format 1a/1b and PUCCH resource
Nppecn P with Nppecn’ PP=(M-m-1)N_+

m=N_, 1—nCCE,m+NPUCCH(1)+6 or a separately configured
PUCCH resource for antenna port p,,. In this case, Ny ccqt™
is configured by higher layers, ¢ is selected from {0, 1, 2,3}

such that N_=n ¢, <N,

o+
N, = max{0, | [NR} - (NRE . c — 4)]/36]),

and necr ,, is the number of the first CCE used for transmis-
sion of the corresponding PDCCH in subframe n-k,,, where
k,eK. If at least one serving cell is configured with eIMTA,
and one or more valid UL/DL configuration(s) in the UL/DL
reconfiguration DCI with eIMTA-RNTI for at least one of the
configured eIMTA cell(s) corresponding to a subframe for the
PUCCH resource is not detected, then 9 is a fixed, predefined
or RRC configured offset, otherwise d is 0. When a two
antenna port transmission is configured for PUCCH format
la/1b, the PUCCH resource for antenna port p, is given by
n (LD (1504 148,
PUCCH CCH

For a single PDSCH transmission only on the PCell indi-
cated by the detection of a corresponding EPDCCH in sub-
frame n-k,,, where k, €K, and for a TDD UL/DL configura-
tion of the primary cell belonging to {1,2,3,4,5,6} the DAI
value in the EPDCCH is equal to 1, or for a PDCCH indicat-
ing downlink SPS release in subframe n-k,,, where k,eK,
and fora TDD UL/DL configuration of the PCell belonging to
{1,2,3,4,5,6} the DAI value in the EPDCCH is equal to 1, the
UE 102 may use PUCCH format 1a/1b and PUCCH resource
Nppecs ) given by the following.

If EPDCCH-PRB-set q is configured for distributed trans-
mission, then

m-1
1,p) (el)
RpiccH = NECCEq + ) NECCEgn-t; +Daro + Npyccr g +6

i1=0

or a separately configured PUCCH resource. If EPDCCH-
PRB-set q is configured for localized transmission, then

(Lp)
Rpycen =

{ NECCE,q J NECCE,q
“INpp

m-1
, (el)
NECCEa + E NEccEgn-i; + 7 +Buro + Npyccu g +96
RB

i1=0

or a separately configured PUCCH resource.

In this case, nzccr , 15 the number of the first ECCE (i.e.
lowest ECCE index used to construct the EPDCCH) used for
transmission of the corresponding DCI assignment in EPD-
CCH-PRB-set qinsubframe n-K,,, npy ¢ " for EPDCCH-
PRB-set q is configured by the higher layer parameter
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PUCCH-ResourceStartOffset-r11, and n' is determined from
the antenna port used for EPDCCH transmission in subframe
n-k,,.

Itm=0, A,z is determined from the HARQ-ACK resource
offset field in the DCI format of the corresponding EPDCCH,
as given in Table (5). If m>0, A, is determined from the
HARQ-ACK resource offset field in the DCI format of the
corresponding EPDCCH, as given in Table (6).

If the UE 102 is configured to monitor EPDCCH in sub-
frame n-k,,, N, 0, 18 €qual to the number of ECCEs in
EPDCCH-PRB-set q configured for that UE 102 in subframe
n-k;,. If the UE 102 is not configured to monitor EPDCCH in
subframe n-k;;, Ngcep,g,-r, 18 €qual to the number of
ECCEs computed assuming EPDCCH-PRB-set q is config-
ured for that UE 102 in subframe n-k;,.

For normal downlink CP, if subframe n-k;, is a special
subframe with special subframe configuration 0 or 5,
Neccr, g, 18 €qual to 0. For extended downlink CP, if sub-
frame n-k;, is a special subframe with special subframe con-
figuration O or 4 or 7, Npccp g 0, 15 €qual to 0. If at least one
serving cell is configured with eIMTA, and one or more valid
UL/DL configuration(s) in the UL/DL reconfiguration DCI
with eIMTA-RNTT for at least one of the configured eIMTA
cell(s) corresponding to a subframe for the PUCCH resource
is not detected, J is a fixed, predefined or RRC configured
offset, otherwise 9 is 0. When a two antenna port transmission
is configured for PUCCH format 1a/1b, the PUCCH resource
for antenna port p, is given by Ny e ? "Npp e’ PO+ 1+
3.

For a single PDSCH transmission only on the PCell where
there is not a corresponding PDCCH/EPDCCH detected
within subframe(s) n-k, where keK, and no PDCCH/EPD-
CCH indicating downlink SPS release within subframe(s)
n-k, where keK, the UE 102 may use PUCCH format 1a/1b
and PUCCH resource nNpp ey’ ?’, with the value of
Do P determined according to higher layer configura-
tion. If atleast one serving cell is configured with eIMTA, and
one or more valid UL/DL configuration(s) in the UL/DL
reconfiguration DCI with eIMTA-RNTI for at least one of the
configured eIMTA cell(s) corresponding to a subframe for the
PUCCH resource is not detected, an offset d may be applied
to determine the PUCCH resource or a separately configured
PUCCH resource may be used. For a UE 102 configured for
a two antenna port transmission for PUCCH format 1a/1b, a
PUCCH resource value in Table (7) (maps to two PUCCH
resources with the first PUCCH resource Ny, gy ?” for
antenna port p, and the second PUCCH resource npp ¢ 7"
for antenna port p,, otherwise, the PUCCH resource value
maps to a single PUCCH resource npp " for antenna
port py.

For M>1 and a PDSCH transmission only on the PCell
where there is not a corresponding PDCCH detected within
subframe(s) n-k, where keK and an additional PDSCH trans-
mission only on the PCell indicated by the detection of a
corresponding PDCCH in subframe n-k,,, where k, €K with
the DAI value in the PDCCH equal to 1 or a PDCCH indicat-
ing downlink SPS release in subframe n-k,,, where k,eK
with the DAI value in the PDCCH equal to 1, the UE 102 may
transmit b(0),b(1) in subframe n using PUCCH format 1b on
PUCCH resource np, .oz selected from A PUCCH
resources nPUCCH’i(l) where O=i<A-1, according to Table (8)
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and Table (9) for A=2 and A=3, respectively. For a UE 102
configured with a transmission mode that supports up to two
transport blocks on the primary cell, A=3; otherwise, A=2.

The PUCCH resource nPUCCH’O(l) is determined according
to higher layer configuration and Table (7). The PUCCH
resource nPUCCH’l(l) is determined as nPUCCH’l(l)f
(M—m—l)~Nc+m~NC+1+nCCE,m+NPUCCH(1)+6 or a separately
configured PUCCH resource. N> is configured by
higher layers, c is selected from {0, 1, 2, 3} such that

N =max{0, L[NRE - (NXE - c - 4)]/36]),

and n,c ,, is the number of the first CCE used for transmis-
sion of the corresponding PDCCH in subframe n-k,,, where
k,eK. If at least one serving cell is configured with eIMTA,
and one or more valid UL/DL configuration(s) in the UL/DL
reconfiguration DCI with eIMTA-RNTI for at least one of the
configured eIMTA cell(s) corresponding to a subframe for the
PUCCH resource is not detected, then § is a fixed or pre-
defined or RRC configured offset, otherwise 9 is 0.

For a UE 102 configured with a transmission mode that
supports up to two transport blocks on the PCell, the PUCCH
resource nPUCCH’z(l) is determined as nPUCCH’z(l)
Npprecm:V+1+0. HARQ-ACK(0) is the ACK/NACK/DTX
response for the PDSCH without a corresponding PDCCH
detected. HARQ-ACK(1) is the ACK/NACK/DTX response
for the first transport block of the PDSCH indicated by the
detection of a corresponding PDCCH for which the value of
the DAI field in the corresponding DCI format is equal to 1 or
for the PDCCH indicating downlink SPS release for which
the value of the DAI field in the corresponding DCI format is
equalto 1. HARQ-ACK(2) is the ACK/NACK/DTX response
for the second transport block of the PDSCH indicated by the
detection of a corresponding PDCCH for which the value of
the DAI field in the corresponding DCI format is equal to 1.

For M>1 and a PDSCH transmission only on the PCell
where there is not a corresponding EPDCCH detected within
subframe(s) n-k, where keK, and an additional PDSCH
transmission only on the PCell indicated by the detection of a
corresponding EPDCCH in subframe n-k,,, where k,eK,
with the DAI value in the EPDCCH equal to 1 or an EPDCCH
indicating downlink SPS release in subframe n-k,,, where
k,,eK with the DAI value in the EPDCCH equal to 1, the UE
102 may transmit b(0),b(1) in subframe n using PUCCH
format 1b on PUCCH resource npp 5" selected from A
PUCCH resources nPUCCH’i(l), where O<izA-1, according to
Table (8) and Table (9) for A=2 and A=3, respectively. For a
UE 102 configured with a transmission mode that supports up
to two transport blocks on the primary cell, A=3; otherwise,
A=2.

The PUCCH resource nPUCCH’O(l) is determined according
to higher layer configuration and Table (6). The PUCCH
resource nPUCCH’l(l) is determined according to the follow-
ing. If EPDCCH-PRB-set q is configured for distributed
transmission, then

m=1

(1) _ (el)
Npyccn, = NECCEg + Z NEccEgnt; +Baro + Npyceng +90
i=o
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or a separately configured PUCCH resource. If EPDCCH-
PRB-set q is configured for localized transmission, then

(1) —
RpyccH,l =

m—=1
(el)
+ Z NECCE,q,n—k‘-I +n + AARO + NPUCCH,q +0
i1=0

MECCEg | NECCEg
NECCEq RB
RB

or a separately configured PUCCH resource.

In this case, nge g, is the number of the first ECCE (i.e.,
lowest ECCE index used to construct the EPDCCH) used for
transmission of the corresponding DCI assignment in EPD-
CCH-PRB-set q in subframe n-k,, N, " for EPD-
CCH-PRB-set q is configured by the higher layer parameter
PUCCH-ResourceStartOffset-r11, n' is determined from the
antenna port used for EPDCCH transmission in subframe
n-k,,.

Itm=0, A,z is determined from the HARQ-ACK resource
offset field in the DCI format of the corresponding EPDCCH
as given in Table (5). If m>0, A, is determined from the
HARQ-ACK resource offset field in the DCI format of the
corresponding EPDCCH as given in Table (6). If the UE 102
is configured to monitor EPDCCH in subframe n-k;,
Neccr.gnti, 15 €qual to the number of ECCEs in EPDCCH-
PRB-set q configured for that UE 102 in subframe n-k;,. If
the UE 102 is not configured to monitor EPDCCH in sub-
frame n-k;;, Ngcegp g -1, 15 €qual to the number of ECCEs
computed assuming EPDCCH-PRB-set q is configured for
that UE 102 in subframe n-k;,.

For normal downlink CP, if subframe n-k;, is a special
subframe with special subframe configuration 0 or 5,
Ngccr,gn-i, 15 €qual to 0. For extended downlink CP, if sub-
frame n-k,, is a special subframe with special subframe con-
figuration O or 4 or 7, Npccp, g 0, 15 €qual to 0. If at least one
serving cell is configured with eIMTA, and one or more valid
UL/DL configuration(s) in the UL/DL reconfiguration DCI
with eIMTA-RNTT for at least one of the configured eIMTA
cell(s) corresponding to a subframe for the PUCCH resource
is not detected, 9 is a fixed or predefined or RRC configured
offset, otherwise 9 is 0.

For a UE 102 configured with a transmission mode that
supports up to two transport blocks on the primary cell, the
PUCCH  resource nPUCCH,z(1 is  determined as
Nppecm 2 pyecm, 1+, HARQ-ACK(0) is the ACK/
NACK/DTX response for the PDSCH without a correspond-
ing EPDCCH detected. HARQ-ACK(1) is the ACK/NACK/
DTX response for the first transport block of the PDSCH
indicated by the detection of a corresponding EPDCCH for
which the value of the DAI field in the corresponding DCI
format is equal to 1 or for the EPDCCH indicating downlink
SPS release for which the value of the DAI field in the corre-
sponding DCI format is equal to 1. HARQ-ACK(2) is the
ACK/NACK/DTX response for the second transport block of
the PDSCH indicated by the detection of a corresponding
EPDCCH for which the value of the DAI field in the corre-
sponding DCI format is equal to 1.

With another alternative implementation, the fallback
HARQ-ACK to PUCCH format 1a/1b may be the same as
normal operation. Thus, the PUCCH format 1a/1b resource
may be determined by the PUCCH resource allocation meth-
ods defined for eIMTA. Since in fallback mode operation, the
UE 102 monitors fixed DL and special subframes specified by
SIB1 configuration, only the PUCCH resources for the fixed
DL and special subframes in SIB1 configuration are used and
shared with Rel-8/9/10/11/12 UEs 102. Based on the PUCCH
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resource used to carry the HARQ-ACK reporting, the eNB
160 can identify missing PDSCH detections in other sub-
frames, e.g. the flexible subframes. However, the eNB 160
cannot determine whether the misdetection is caused by
channel conditions or misdetection of the reconfiguration
DCIL

FIG. 9 illustrates various components that may be utilized
in a UE 902. The UE 902 described in connection with FIG.
9 may be implemented in accordance with the UE 102
described in connection with FIG. 1. The UE 902 includes a
processor 963 that controls operation of the UE 902. The
processor 963 may also be referred to as a central processing
unit (CPU). Memory 969, which may include read-only
memory (ROM), random access memory (RAM), a combi-
nation of the two or any type of device that may store infor-
mation, provides instructions 965a and data 967a to the pro-
cessor 963. A portion of the memory 969 may also include
non-volatile random access memory (NVRAM). Instructions
9656 and data 9675 may also reside in the processor 963.
Instructions 96556 and/or data 9675 loaded into the processor
963 may also include instructions 965a and/or data 967a from
memory 969 that were loaded for execution or processing by
the processor 963. The instructions 9655 may be executed by
the processor 963 to implement one or more of the methods
200, 600, 700 and 800 described above.

The UE 902 may also include a housing that contains one
or more transmitters 958 and one or more receivers 920 to
allow transmission and reception of data. The transmitter(s)
958 and receiver(s) 920 may be combined into one or more
transceivers 918. One or more antennas 922a-» are attached
to the housing and electrically coupled to the transceiver 918.

The various components of the UE 902 are coupled
together by a bus system 971, which may include a power bus,
a control signal bus and a status signal bus, in addition to a
data bus. However, for the sake of clarity, the various buses
are illustrated in FIG. 9 as the bus system 971. The UE 902
may also include a digital signal processor (DSP) 973 for use
in processing signals. The UE 902 may also include a com-
munications interface 975 that provides user access to the
functions of the UE 902. The UE 902 illustrated in FIG. 9 is
a functional block diagram rather than a listing of specific
components.

FIG. 10 illustrates various components that may be utilized
in an eNB 1060. The eNB 1060 described in connection with
FIG. 10 may be implemented in accordance with the eNB 160
described in connection with FIG. 1. The eNB 1060 includes
aprocessor 1077 that controls operation of the eNB 1060. The
processor 1077 may also be referred to as a central processing
unit (CPU). Memory 1083, which may include read-only
memory (ROM), random access memory (RAM), a combi-
nation of the two or any type of device that may store infor-
mation, provides instructions 1079a and data 1081a to the
processor 1077. A portion of the memory 1083 may also
include non-volatile random access memory (NVRAM).
Instructions 10796 and data 10815 may also reside in the
processor 1077. Instructions 10795 and/or data 10815 loaded
into the processor 1077 may also include instructions 10794
and/or data 1081a from memory 1083 that were loaded for
execution or processing by the processor 1077. The instruc-
tions 10795 may be executed by the processor 1077 to imple-
ment method 300 described above.

The eNB 1060 may also include a housing that contains
one or more transmitters 1017 and one or more receivers 1078
to allow transmission and reception of data. The
transmitter(s) 1017 and receiver(s) 1078 may be combined
into one or more transceivers 1076. One or more antennas
10804-7 are attached to the housing and electrically coupled
to the transceiver 1076.
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The various components of the eNB 1060 are coupled
together by a bus system 1085, which may include a power
bus, a control signal bus and a status signal bus, in addition to
a data bus. However, for the sake of clarity, the various buses
are illustrated in FIG. 10 as the bus system 1085. The eNB
1060 may also include a digital signal processor (DSP) 1087
for use in processing signals. The eNB 1060 may also include
a communications interface 1089 that provides user access to
the functions of the eNB 1060. The eNB 1060 illustrated in
FIG. 10 is a functional block diagram rather than a listing of
specific components.

FIG. 11 is a block diagram illustrating one configuration of
a UE 1102 in which systems and methods for feedback report-
ing may be implemented. The UE 1102 includes transmit
means 1158, receive means 1120 and control means 1124.
The transmit means 1158, receive means 1120 and control
means 1124 may be configured to perform one or more of the
functions described in connection with FIG. 2, FIG. 6, FIG. 7,
FIG. 8 and F1G. 9 above. FIG. 9 above illustrates one example
of a concrete apparatus structure of FIG. 11. Other various
structures may be implemented to realize one or more of the
functions of FIG. 2, FIG. 6, FIG. 7, FIG. 8 and FIG. 9. For
example, a DSP may be realized by software.

FIG. 12 is a block diagram illustrating one configuration of
an eNB 1260 in which systems and methods for feedback
reporting may be implemented. The eNB 1260 includes trans-
mit means 1217, receive means 1278 and control means 1282.
The transmit means 1217, receive means 1278 and control
means 1282 may be configured to perform one or more of the
functions described in connection with FIG. 3 and FIG. 10
above. FIG. 10 above illustrates one example of a concrete
apparatus structure of FIG. 12. Other various structures may
be implemented to realize one or more of the functions of
FIG. 3 and FIG. 10. For example, a DSP may be realized by
software.

The term “computer-readable medium” refers to any avail-
able medium that can be accessed by a computer or a proces-
sor. The term “computer-readable medium,” as used herein,
may denote a computer- and/or processor-readable medium
that is non-transitory and tangible. By way of example, and
not limitation, a computer-readable or processor-readable
medium may comprise RAM, ROM, Electrically Erasable
Programmable Read-Only Memory (EEPROM), Compact
Disc Read-Only Memory (CD-ROM) or other optical disk
storage, magnetic disk storage or other magnetic storage
devices, or any other medium that can be used to carry or store
desired program code in the form of instructions or data
structures and that can be accessed by a computer or proces-
sor. Disk and disc, as used herein, includes compact disc
(CD), laser disc, optical disc, digital versatile disc (DVD),
floppy disk and Blu-ray® disc where disks usually reproduce
data magnetically, while discs reproduce data optically with
lasers.

It should be noted that one or more of the methods
described herein may be implemented in and/or performed
using hardware. For example, one or more of the methods
described herein may be implemented in and/or realized
using a chipset, an application-specific integrated circuit
(ASIC), a large-scale integrated circuit (LSI) or integrated
circuit, etc.

Each of the methods disclosed herein comprises one or
more steps or actions for achieving the described method. The
method steps and/or actions may be interchanged with one
another and/or combined into a single step without departing
from the scope of the claims. In other words, unless a specific
order of steps or actions is required for proper operation of the
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method that is being described, the order and/or use of spe-
cific steps and/or actions may be modified without departing
from the scope of the claims.

It is to be understood that the claims are not limited to the
precise configuration and components illustrated above. Vari-
ous modifications, changes and variations may be made in the
arrangement, operation and details of the systems, methods,
and apparatus described herein without departing from the
scope of the claims.

What is claimed is:

1. A user equipment (UE), comprising:

a processor; and

memory in electronic communication with the processor,

wherein instructions stored in the memory are execut-

able to:

decode an uplink/downlink (UL/DL) reconfiguration
downlink control information (DCI) with an
enhanced interference mitigation with traffic adapta-
tion (eIMTA)-radio network temporary identifier
(RNTTI) on a physical downlink control channel (PD-
CCH);

determine if one or more valid UL/DL configurations in
the UL/DL reconfiguration DCI with eIMTA-RNTI
for all configured eIMTA cells are received;

determine if physical uplink control channel (PUCCH)
format 3 is configured;

determine a PUCCH resource for physical downlink
shared channel (PDSCH) hybrid automatic repeat
request acknowledgement/negative acknowledge-
ment (HARQ-ACK) reporting, the PUCCH resource
being determined by whether valid UL/DL configu-
rations in the UL/DL reconfiguration DCI with
eIMTA-RNTT for all of the configured eIMTA cells
corresponding to a subframe for the PUCCH resource
are received; and

send PDSCH HARQ-ACK information on the selected
PUCCH resource in an uplink subframe.

2. The UE of claim 1, wherein if PUCCH format 3 is
configured and valid UL/DL configurations in the UL/DL
reconfiguration DCI with eIMTA-RNTT for all of the config-
ured eIMTA cells corresponding to a subframe for the
PUCCH resource are received, then the instructions are fur-
ther executable to:

determine the PDSCH HARQ-ACK information based on

at least one of a DL subframe and a special subframe
according to the UL/DL configuration in the UL/DL
reconfiguration DCI in a DL association set for a given
UL subframe of each configured eIMTA cell.

3. The UE of claim 1, wherein if PUCCH format 3 is
configured and one or more valid UL/DL configurations in
the UL/DL reconfiguration DCI with eIMTA-RNTI for at
least one of the one or more configured eIMTA cells corre-
sponding to a subframe for the PUCCH resource is not
received, then the instructions are further executable to:

determine the PDSCH HARQ-ACK information based on

at least one of a DL subframe and a special subframe
according to a system information block type 1 (SIB1)
configuration in a DL association set according to a DL
HARQ reference configuration for a given UL subframe
of each configured eIMTA cell, wherein the SIB1 con-
figuration comprises a UL/DL configuration in SIB1
signaling or RadioResourceConfigCommon signaling
when a configured eIMTA cell is a primary cell (PCell),
and wherein the SIB1 configuration comprises a UL/DL
configuration in RadioResourceConfigCommonSCell-
r10 signaling when a configured eIMTA cell is a second-
ary cell (SCell).
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4. The UE of claim 1, wherein if PUCCH format 3 is
configured and a valid UL/DL configuration in the UL/DL
reconfiguration DCI with eIMTA-RNTI for at least one con-
figured eIMTA cell corresponding to a subframe for the
PUCCH resource is not received, then the instructions are
further executable to:

determine the PDSCH HARQ-ACK information based on

a DL association set according to a DL HARQ reference
configuration for a given UL subframe of each config-
ured eIMTA cell.

5. The UE of claim 1, wherein if valid UL/DL configura-
tions in the UL/DL reconfiguration DCI with eIMTA-RNTI
of all configured eIMTA cells corresponding to a subframe
for the PUCCH resource are received, then the instructions
executable to determine the PUCCH resource comprise
instructions executable to determine the PUCCH resource
based on at least one of a Transmitter Power Control (TPC)
field and an acknowledgment resource offset (ARO).

6. The UE of claim 5, wherein:

if a PDSCH is detected on a secondary cell (SCell) ina DL,

assignment by PDCCH/enhanced physical downlink

control channel (EPDCCH), or a downlink assignment

index (DAI) value is greater than 1 in a detected PDCCH

on a primary cell (PCell), then the instructions are fur-

ther executable to:

determine a PUCCH format 3 resource based ona Trans-
mitter Power Control (TPC) field in a PDCCH/EPD-
CCH assignment with a DAI value greater than 1;

if there is no PDSCH detected on an SCell and a DAI value

is greater than 1 in a detected EPDCCH on a PCell, then

the instructions are further executable to:

determine a PUCCH format 3 resource based on a
HARQ-ACK resource offset field in a DCI format of
a corresponding EPDCCH assignment with a DAI
value greater than 1; and

ifthere is only one PDSCH detected with a DAl value of 1,

excluding semi-persistent scheduling (SPS) on a PCell,

then the instructions are further executable to:

determine a PUCCH format 1a/1b resource based on the
number of control channel elements (CCE).

7. The UE of claim 1, wherein if at least one valid UL/DL
configuration in the UL/DL reconfiguration DCI with
eIMTA-RNTT for at least one configured eIMTA cell corre-
sponding to a subframe for the PUCCH resource is not
received, then the instructions executable to determine the
PUCCH resource comprise instructions executable to deter-
mine the PUCCH resource based on at least one of a pre-
defined offset or a separate PUCCH resource.

8. The UE of claim 7, wherein:

if a PDSCH is detected on a secondary cell (SCell) ina DL,

assignment by PDCCH/EPDCCH, or a downlink

assignment index (DAI) value is greater than 1 in a

detected PDCCH on a primary cell (PCell), then the

instructions are further executable to:

determine a PUCCH format 3 resource based on a pre-
defined offset or a separate PUCCH resource and a
Transmitter Power Control (TPC) field in a PDCCH/
EPDCCH assignment with a DAI value greater than
1;

if there is no PDSCH detected on an SCell and a DAI value

is greater than 1 in a detected EPDCCH on a PCell, then

the instructions are further executable to:

determine a PUCCH format 3 resource based on at least
one of a predefined offset or a separate PUCCH
resource and a HARQ-ACK resource offset field in a
DCI format of a corresponding EPDCCH assignment
with a DAI value greater than 1; and
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ifthere is only one PDSCH detected with a DAI value of 1,
excluding semi-persistent scheduling (SPS) on a PCell,
then the instructions are further executable to:
determine a PUCCH format 1a/1b resource based on the

number of control channel elements (CCE).

9. The UE of claim 1, wherein if valid UL/DL configura-
tions in the UL/DL reconfiguration DCI with eIMTA-RNTI
for all of the configured eIMTA cells corresponding to a
subframe for the PUCCH resource are received, then the
instructions executable to determine the PUCCH resource
further comprise instructions executable to determine the
PUCCH resource based on at least one of a predefined offset
or a separate PUCCH resource.

10. The UE of claim 9, wherein:

if a PDSCH is detected on a secondary cell (SCell) in a DL,
assignment by PDCCH/EPDCCH, or a downlink
assignment index (DAI) value is greater than 1 in a
detected PDCCH on a primary cell (PCell), then the
instructions are further executable to:
determine a PUCCH format 3 resource based on at least

one of a predefined offset or a separate PUCCH
resource and a Transmitter Power Control (TPC) field
in a PDCCH/EPDCCH assignment with a DAI value
greater than 1;

ifthere is no PDSCH detected on an SCell and a DAI value
is greater than 1 in a detected EPDCCH on a PCell, then
the instructions are further executable to:
determine a PUCCH format 3 resource based on at least

one of a predefined offset or a separate PUCCH
resource and a HARQ-ACK resource offset field in a
DCI format of a corresponding EPDCCH assignment
with a DAI value greater than 1; and

ifthere is only one PDSCH detected with a DAI value of 1,
excluding semi-persistent scheduling (SPS), on a PCell,
then the instructions are further executable to:
determine a PUCCH format 1a/1b resource based on the

number of control channel elements (CCE).

11. The UE of claim 1, wherein if at least one valid UL/DL
configuration in the UL/DL reconfiguration DCI with
eIMTA-RNTT for at least one configured eIMTA cell corre-
sponding to a subframe for the PUCCH resource is not
received, then the instructions executable to determine the
PUCCH resource comprise instructions executable to deter-
mine the PUCCH resource based on at least one of a Trans-
mitter Power Control (TPC) field and an acknowledgment
resource offset (ARO).

12. The UE of claim 11, wherein:

if a PDSCH is detected on a secondary cell (SCell) in a DL,
assignment by PDCCH/EPDCCH or a downlink assign-
ment index (DAI) value is greater than 1 in a detected
PDCCH on a primary cell (PCell), then the instructions
are further executable to:
determine a PUCCH format 3 resource based on a Trans-

mitter Power Control (TPC) field in a PDCCH/EPD-
CCH assignment with a DAI value greater than 1;

if there is no PDSCH detected on a secondary cell (SCell)
and a DAl value greater than 1 in a detected EPDCCH on
a PCell, then the instructions are further executable to:
determine a PUCCH format 3 resource based on a

HARQ-ACK resource offset field in a DCI format of
a corresponding EPDCCH assignment with a DAI
value greater than 1; and

ifthere is only one PDSCH detected with a DAI value of 1,
excluding semi-persistent scheduling (SPS), on a PCell,
then the instructions are further executable to:
determine a PUCCH format 1a/1b resource based on the

number of control channel elements (CCE).
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13. A method performed by a user equipment (UE), com-
prising:

decoding an uplink/downlink (UL/DL) reconfiguration

downlink control information (DCI) with an enhanced
interference mitigation with traffic adaptation (eIMTA )-
radio network temporary identifier (RNTI) on a physical
downlink control channel (PDCCH);

determining if one or more valid UL/DL configurations in

the UL/DL reconfiguration DCI with eIMTA-RNTTI for
all configured eIMTA cells are received;

determining if physical uplink control channel (PUCCH)

format 3 is configured;
determining a PUCCH resource for physical downlink
shared channel (PDSCH) hybrid automatic repeat
request acknowledgement/negative acknowledgement
(HARQ-ACK) reporting, the PUCCH resource being
determined by whether valid UL/DL configurations in
the UL/DL reconfiguration DCI with eIMTA-RNTTI for
all of the configured eIMTA cells corresponding to a
subframe for the PUCCH resource are received; and

sending PDSCH HARQ-ACK information on the selected
PUCCH resource in an uplink subframe.

14. The method of claim 13, wherein if PUCCH format 3 is
configured and one or more valid UL/DL configurations in
the UL/DL reconfiguration DCI with eIMTA-RNTI for at
least one of the one or more configured eIMTA cells corre-
sponding to a subframe for the PUCCH resource is not
received, then the method further comprises:

determining the PDSCH HARQ-ACK information based

on at least one of a DL subframe and a special subframe
according to a system information block type 1 (SIB1)
configuration in a DL association set according to a DL
HARQ reference configuration for a given UL subframe
of each configured eIMTA cell, wherein the SIB1 con-
figuration comprises a UL/DL configuration in SIB1
signaling or RadioResourceConfigCommon signaling
when a configured eIMTA cell is a primary cell (PCell),
and wherein the SIB1 configuration comprises a UL/DL
configuration in RadioResourceConfigCommonSCell-
r10 signaling when a configured eIMTA cell is a second-
ary cell (SCell).

15. The method of claim 13, wherein if PUCCH format 3 is
configured and a valid UL/DL configuration in the UL/DL
reconfiguration DCI with eIMTA-RNTI for at least one con-
figured eIMTA cell corresponding to a subframe for the
PUCCH resource is not received, then the method further
comprises:

determining the PDSCH HARQ-ACK information based

on a DL association set according to a DL, HARQ refer-
ence configuration for a given UL subframe of each
configured eIMTA cell.

16. The method of claim 13, wherein if valid UL/DL con-
figurations in the UL/DL reconfiguration DCI with eIMTA-
RNTT of all configured eIMTA cells corresponding to a sub-
frame for the PUCCH resource are received, then
determining the PUCCH resource comprises determining the
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PUCCH resource based on at least one of a Transmitter Power
Control (TPC) field and an acknowledgment resource offset
(ARO).

17. The method of claim 16, wherein:

if a PDSCH is detected on a secondary cell (SCell) in a DL,

assignment by PDCCH/enhanced physical downlink

control channel (EPDCCH), or a downlink assignment

index (DAI) valueis greater than 1 in a detected PDCCH

on a primary cell (PCell), then the method further com-

prises:

determining a PUCCH format 3 resource based on a
Transmitter Power Control (TPC) field in a PDCCH/
EPDCCH assignment with a DAI value greater than
1;

ifthere is no PDSCH detected on an SCell and a DAI value

is greater than 1 in a detected EPDCCH on a PCell, then

the method further comprises:

determining a PUCCH format 3 resource based on a
HARQ-ACK resource offset field in a DCI format of
a corresponding EPDCCH assignment with a DAI
value greater than 1; and

ifthere is only one PDSCH detected with a DAI value of 1,

excluding semi-persistent scheduling (SPS) on a PCell,

then the method further comprises:

determining a PUCCH format 1a/1b resource based on
the number of control channel elements (CCE).

18. The method of claim 13, wherein if at least one valid
UL/DL configuration in the UL/DL reconfiguration DCI with
eIMTA-RNTT for at least one configured eIMTA cell corre-
sponding to a subframe for the PUCCH resource is not
received, then determining the PUCCH resource comprises
determining the PUCCH resource based on at least one of a
predefined offset or a separate PUCCH resource.

19. The method of claim 18, wherein:

if a PDSCH is detected on a secondary cell (SCell) in a DL,

assignment by PDCCH/EPDCCH, or a downlink

assignment index (DAI) value is greater than 1 in a

detected PDCCH on a primary cell (PCell), then the

method further comprises:

determining a PUCCH format 3 resource based on a
predefined offset or a separate PUCCH resource and a
Transmitter Power Control (TPC) field in a PDCCH/
EPDCCH assignment with a DAI value greater than
1;

ifthere is no PDSCH detected on an SCell and a DAI value

is greater than 1 in a detected EPDCCH on a PCell, then

the method further comprises:

determining a PUCCH format 3 resource based on at
least one of a predefined offset or a separate PUCCH
resource and a HARQ-ACK resource offset field in a
DCI format of a corresponding EPDCCH assignment
with a DAI value greater than 1; and

ifthere is only one PDSCH detected with a DAI value of 1,

excluding semi-persistent scheduling (SPS) on a PCell,

then the method further comprises:

determining a PUCCH format 1a/1b resource based on
the number of control channel elements (CCE).

#* #* #* #* #*
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